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EXHIBIT K

ART. 5.B.1.A, ACCESSORY USES AND STRUCTURES\

EXCEPTIONS FOR BUILDINGS ACCESSORY TO RESIDENTIAL
SUMMARY OF AMENDMENTS

Part 1. ULDC Art. 5.B.1.A.1.b, Location [Related to Accessory Uses and Structures] (page 9 of

107), is hereby amended as follows:

CHAPTEREB ACCESSORY USES AND STRUCTURES

Section 1 Supplementary Regulations

A. Accessory Uses and Structures
1. General
b. Location

All accessory uses and structures except for approved off-site parking, shall be located on

the same lot as the principal use. No accessory structure shall be located in the front or

side street yard, unless stated otherwise herein, [Ord. 2017-007]

1] Exeeptions for Buildings Accessory to Residential
A detached garage, cabana, Accessory Quarters, or Guest Cottage may be allowed
within the front or side street yard, subject to the following:

a) The building is consistent with the architecture characteristics of the principal
building, including roofing materials, fenestration. and paint color, where

applicable;
b} When accessory to a principal residential use. such as a Single Family Home,
accessory structures shall be connect the principal building by common

shared driveways. sidewalks. or pathways; and

cl An application for a DO or Building Pemit for any building proposing to utilize this
provision shall include an affidavit from a licensed architect or general contractor,
delineating how the proposed building will be in compliance with the requirements

above.

Notes:

Underlined indicates new text.

Stricken indicates text to be deleted. If being relocated, or parially relocated, destination is noted in
bolded brackets [Relocated to: ] or [Partially relocated to: ].

ftalicized indicates relocated text. Source is noted in bolded brackets [Relocated from: 1.

.... A series of four bolded ellipses indicates language omitted to save space.
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EXHIBIT L

ACCESSORY SOLAR ENERGY SYSTEMS
SUMMARY OF AMENDMENTS

Part 1. ULDC Art. 5.B.1.A.1.b, Location [Related to Accessory Uses and Structures] (page 9 of
107), is hereby amended as follows:

CHAPTER B

Section 1

ACCESSORY USES AND STRUCTURES

Supplementary Regulations

A. Accessory Uses and Structures
1. General

b.

Location
All accessory uses and structures except for approved off-site parking, shall be located on
the same lot as the principal use. No accessory structure shall be located in the front or
side street yard, unless stated otherwise hergin. [Ord. 2017-007]
3. Accessory Solar
Accessory solar in the form of mechanical equipment attached to other permitted
structures. or Solar Trees, in accordance with the standards of At 5B 1A 26
Accessory Solar.

Part 2. ULDC Art. 5.B.1.A.1.b, Location [Related to Accessory Uses and Structures] (page 9 of
107}, is hereby amended as follows:

CHAPTER B

Section 1

ACCESSORY USES AND STRUCTURES

Supplementary Regulations

A. Accessory Uses and Structures

19 Mechanical Equipment

Applicability
2) Screening Requirements

c¢) Screening Exemptions
(1) Solar Energy Systems
Solar Energy Systems_including Solar Trees are exempted from the
screening requirements. [Ord. 2014-001]

(2) Existing Multifamily Condominium

26. Accessory Snle;;iinargg Systems
Accessory Solar Energy Systems may be allowed as an accessory use, subject to the following;

a)

Incidental and Subordinate

Applications for the installation of an accessory Solar Energy System shall include
documentation from the manufacturer, architect, engineer, of contractor performing
installation, verifying the system is the maximum necessary to meet onsite energy usage.
This limitation does not prohibit the use of net metering where permitted.

Collocation with Buildings

Solar Energy Systems are classified as mechanical equipment, and may be placed on
principal or accessory buildings, including those permitted within 2 front or side-strest yard,
Standards for Other Structures

Solar Energy Systems installed on other structures shall be limited to the side or rear yard
in accordance with the Standards of this Chapter, except as follows:

1) Exception

Where the conditions of the side or rear yard prohibit installation, a Solar Energy

System may be installed in the front or side street yard, subiject to the following”

{a) Structures greater than six feet in height shall meet the minimum setbacks for the
district. Structures less than six feet in height may be permitted within required
setbacks, but in no case shall the system be located within 25 feet of the property
line; and

{b) The system is completely screened from view from any other parcel or R-O-W
through use of landscaping, fences or walls,

{2} Solar Trees

A Solar Energy System installed on a structure intended to provide shade, provide for
public art, or other similar function, may be allowed provided that the structure complies

with setbacks, does not adversely impact any reguired or preserved landscaping, be

MNotes:

= Underlined indicates new text.

= Siricken indicates text to be deleted. If being relocated, or partially relocated, destination is noted in
bolded brackets [Relocated to: ] or [Partially relocated to: ].

= Jlalicized indicates relocated text. Source is noted in bolded brackets [Relocated from: ],

* ... A series of four bolded ellipses indicates language omitted to save space.
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EXHIBIT L

ACCESSORY SOLAR ENERGY SYSTEMS
SUMMARY OF AMENDMENTS

placed so as to conflict with any vehicular or pedestrian circulation system, nor shade
mere than ten percent of any Open Space area.

(3) Associated Solar — with Mechanical Structures
Where used to power electric gates. environmental monitoring stations, street lights
or other similar, provided the solar panel does not exceed a maximum of four sguare
feet, and all electrical cables or equipment are hidden within the structure.

d] Incorporation of Solar in Vehicular and Pedestrian Surfaces
The incorporation of Solar Energy Systems into any parking lot, sidewalk, bike path, or
similar surface, shall be exempt from any setback or front or side-street yard limitation.

Motes:

= |nderlingd indicates new text.

= Stricken indicates text to be deleted. If being relocated, or partially relocated, destination is noted in
bolded brackets [Relocated to: ] or [Partially relocated to: ].

= falicized indicates relocated text. Source is noted in bolded brackets [Relocated from: ].

= ... A series of four bolded ellipses indicates language omitted to save space,

Page 54 of 82



| T VR - W SN S G S T Y Y
SWww-lMnbwhh 2o ~Idtn & W M=

3%
-

EXHIBIT M
ART. 5.B.1.B, TEMPORARY STRUCTURES

[PORTABLE STORAGE CONTAINERS AND SHIPPING CONTAINERS]

Part 1.

SUMMARY OF AMENDMENTS

ULDC Art. 5.B.1.B, Temporary Structures (page 42 of 107), is hereby amended as
follows:

CHAPTERB ACCESSORY USES AND STRUCTURES

Section 1

Supplementary Regulations

B. Temporary Structures

4

Portable Storage Container
Portable storage containers are weather resistant receptacles used for the temporary storage

of goods for residential uses which may be Permitted by Right as follows:

a) A maximum of one container 16 feet in length, 8 feet in width and 8 feet in height may be
allowed, for no more than 2 times a year for a maximum of 15 days each time.

Bl Shall be located on driveways not to overlap easements sidewalks or R-O-W.

¢] Shall be sethack a minimum of 7.5 feet from the side property lines, except where no other
driveway areas are available, the setback may be reduced subject to the dimensions in
Art. 6.C.1.A.1.a, Local or Residential Access Streets.

d) Container location shall not result of required parking to be placed on areas not designed
to park vehicles

Shipping Containers
a) Shipping containers used as temporary storage on a construction sit

by right subject to the Building Division requirements.
b} A repurposed Shipping Container that complies with the Florida Building Code shall not be

considered a Shipping Container.

Motes:

= Underlined indicates new text.

= Siricken indicates text to be deleted, If being relocated, or partially relocated, destination is noted in
bolded brackets [Relocated to: ] or [Partially relocated to: ].

= [falicized indicates relocated text. Source is noted in bolded brackets [Relocated from: .

= ... A series of four bolded ellipses indicates language omitted to save space.
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EXHIBIT O
ARTICLE 6, PARKING

SUMMARY OF AMENDMENTS
Part 1. Table 2.D0.6.B, Summary of Type 1 Waivers (page 46 of 88), is hereby amended as
follows:
Table 2.D.6.B - Summary of Type | Waivers
Type | Waiver Summary List
|FiEdLl.‘-ilOI1 in Mumber of Minimum Required Loading Spaces [uses < 10,000 square feel. or Type 3 CLF)
Mursing H valescen Facii
ﬁém. 2012-027] [Ord. 2014-025] [Ord. 2015-031] [Ord. 2016-018] [Ord. 2016-042)

Part 2. Table 6.A.1.B, Minimum Off-Street Parking and Loading Requirements (page 4-12 of 40),
is hereby amended as follows:

Table 6.A.1.B - Minimum Off-Street Parking and Loading Requirements

Use Type Classification:
Residential Parking Loading (1)
ate Living Facility, 1 space per unit or 2 beds whichever is greater; (12

pus 1 space per 200 sq. ft. of office space

Type 1, Type 2, Type 3

cading Key:

ndard "A®  Cne space for the first 5,000 square feet of GFA, plus one for each additional 30,000 square feet of GFA.

ndard "B* Ona s four the first 10,000 square feet of GFA, plus one for each additional 15.000 square feet of GFA.

mdard "C"  One space for the first 10,000 square feet of GFA. plus one for each additional 100.000 square feet of GFA.

Btandard "D"  One space for each 50 beds for all facilities containing 20 or more beds.

Isundam "E®  One space for the first 10,000 square feet of GFA, plus one for 2ach additional 20,000 square feet of GFA
The space shall be a minimurm of 12 fieet in width and 18.5 feet in length for uses that require limited loading.

Hotes:

A Type i 2 tha a 1
I'(El @asl one loading Space per bulldn'lﬂ LIl'IIG pni'ﬂ'u'éd 828 TTD-E 1 Wawer

Use Type Classification: ;
Cammercial Parking Loading (1}
LS,
fuction, Enclesed-Indoor 1 space per 200 sq. L. c
[Convenience Store 1 £2 <
Fﬁpalchlng offiea-Zervice 1 space per 250 sq. it NIA
Fogﬂw-ﬂarﬂ»gw 3 - 12" x 20 translent spaces for 50 dogs; 1 space per 500 sg. fi. of E
cage and retail area
rh'lanclal Institution
: = 1 space per 200 5q. fi. E
2 spaces (2) NIA

(This space intentionally left blank)

Notes:

Underlined indicates new text.

Strckan indicates text to be deleted, Sldcken-and lalicized means text to be totally or partially relocated,
If being relocated destination is noted in bolded brackets [Relocated to: ].
ftalicized indicates text to be relocated. Source is noted in bolded brackets [Relocated from: ].
..... A series of four bolded ellipses indicates language omitted to save space.
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EXHIBIT O
ARTICLE 6, PARKING

SUMMARY OF AMENDMENTS
Use Type Classification:
Commarcial Parking Loading (1)
lea mMarket, esslosed-Indoor 2 spaces per 200 sq. fi. c
FEHW%M 1 space per 250 sq. ft. of affecied land area MIA
[Relocated  to
Ensﬂtuﬂﬂnal, Public and Civic Use i -
lassification]
haﬁ and Fuel Sales, Retail 1 space per 250 sq. ft. A
KGreen Market Permanent 1 space per 250 sq. .
citel—or-mlotel—SRO—rooming-ana  1.25 spaces per room; (convention areas, restaurants, efc. over
rpamm 2,000 sq. f. 10 be calculated separately)
"e' Pia d EC{QL"%EE‘%QLW“" 1 space per employee; and, 1 space for each 200 sq. ft. of sale, E (8}
grooming or office area.
| | ounge--sackail 1 space per 3 seats C
Taproom: 1 space per 3 seats
[Microbrewery Manufacturing and Processing: 2 spaces per 1,000 sq. #t. C
; ol AR PG 8
Use split = Relocated belu'w] -
IRapm'ra.r:d Maintenance, Heawy 1 space per 250 2q. f. B
[Eepafrand Maintenance, Light 1 space per 250 sq. . B
tauramt, Type F1 c
s L 1 space per 3 seats including outdoor seating area
F'.eslauraru_ Type b 2 C
I'{alall Sales -Fenaral 1 space per 200 sq. fi. c
ISaif-sonvice  slorage [Use split =
m::;m below under Limited &
s and Multi-Access)
. : gz 1 space per 200 storage bays, minimum of 5 customer spaces,
Self-service Storage Limiled Access securily quarters calculaled separately 18}
. 1 space per 200 storage bays; minimum of 5 cusfomer spaces;
Dl eh Wb security quarters calculated separately A
P A i | A
lassification]
[Use split -
alocated bolow under Heavy mﬂmmmmmwmm A
ight] Ay
Vahicie Equipment Sales and Rental] 1 space per 250 5q. ft. of enclosed area; plus 1 space per 5,000 54, A
f. of ouldoor safes, rental and display area
; 1 space per 250 5q. ft. of enclosed area; plus 1 space per 5,000 sq.
Vaiiiols Silex aref Rantel, Ligtk ft. of outdoor sales, remtal and display area "
{This space intentionally left blank)
MNotes:

Underlined indicates new text,

Stricken indicates text to be deleted. Sireken-and-ialicized means text to be totally or partially relocated.

If being relocated destination is noted in bolded brackets [Relocated to: ].
ltalicized indicates text to be relocated. Source is noted in bolded brackets [Relocated from: ].
-... A series of four bolded ellipses indicates language omitted fo save space.
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EXHIBIT O
ARTICLE 6, PARKING

SUMMARY OF AMENDMENTS
Use Type Classification:
Recreational Parking Loading (1)
Uso Type_ Classification:
Institutional, Public and Civic ki Lasding 1)
—fssembly  Institutionall 1 space per 3 seats or 200 sq. ft, for the principal place of assembly,
norofit or Assembly Membership M‘ngl?mm is greater, Y
onprofif (5
A1) 1 space per 200 sq, fi. for permitied accessory uses not othensise A
classified as collocated uses,
Collocated uses classified with the definiion of a use listed in Art.
4.8, Use Classification, calculated separately.
ureral Home [Relocated from Inst. )
Fuhlic and Civic Use Classification ¥ nca per ¥ Soi &
L.
:ﬂﬁ:"?g Homs. or: Comalescend 1 space per 3 beds; plus 1 space per 200 sq. ft. of office space B12
Use Fypae Classification:
Industrial Parking Loading (1)
Questrian  Waste  Managemenl 1 space per 200 sq. fi. of office space; plus 1 space per employee E
acility
Towi Servi nd  Sh
o:l.'-'gug i er'mer . Use ﬁ: 1 space per 500 s5q, f1.; pn’;f spﬂ:;ger&{?{}a 5q. R of outdoor A
mercial] i
Use Type Classification: 8
Agricultureal Parking Leoading (1)
Use Type Classification:
Utilities Parking Loading (1)
[Electnc Distribution Substation 1 space NiA
Use Type-Classification:
Transportation Uses Parking Loading (1)
s Typa—Classification
ommercial Communication] Parking Loading (1)
Towars
Use-Typo Classification:
Excavation Parking Loading (1)
Classification: Load
Use Type Classification Prking ing (1)

Temporary

2008-040] [Ord. 2011-016] [Ord. 2012-027] [Ord. 2013-021] [Ord. 2017-007]

ding Key:

ndard "A"  One space for the first 5,000 square feet of GFA. plus one for each additional 30,000 square feet of GFA.

Btandard "B"  One space for the first 10,000 square feet of GFA, plus one for each additional 15,000 square feel of GFA.

ndard "C"  One space for the first 10,000 square feet of GFA, plus one for each additional 100,000 square feet of GFA

ndard "D One spaca for @ach 50 bads for all facilities containing 20 or more beds.

[Standard "E©  One space for the first 10,000 square feet of GFA, plus one for each additional 20,000 square feet of GFA

The space shall be a minimum of 12 feet in width and 18.5 feel in length for uses that require limited loading.

Part 3.

Spaces (page 34 of 40), is hereby amended as follows:

Art. 6.B.1.D.2, Type 1 Waiver — Reduction of Minimum Number of Required Loading

Motes:
Underlined indicates new text.

Stricken indicates text to be deleted, Sircken-and-lalicized means text to be totally or partially relocated.
If being relocated destination is noted in bolded brackets [Relocated to: ].
ltalicized indicates text to be relocated. Source is noted in bolded brackets [Relocated from: ].
.... A series of four bolded ellipses indicates language omitted to save space.
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EXHIBIT O

ARTICLE 6, PARKING
SUMMARY OF AMENDMENTS

CHAPTEREB LOADING STANDARDS
Section 1 Loading

D. Loading Space Ratios
2. Type | Waiver - Reduction of Minimum Number of Required Loading Spaces
For ulses with less than 10,000 square feet of total GFA,_Type 3 CLF, or Nursing Home ar
Convalescent Facility that require limited loading may apply for a Type 1 Waiver, subject to
submittal and approval of documentation such as: evidence of actual loading demand for the
proposed use(s), as well as other available technical data, traffic engineering and planning
information. [Ord. 2007-001] [Ord. 2012-027] [Ord. 2016-042]

Motes:

Underlined indicates new text.

Stricken indicates text to be deleted. Sireken-and-ialicized means text to be totally or partially relocated.
If being relocated destination is noted in bolded brackets [Relocated to: 1.

Mtalicized indicates text to be relocated. Source is noted in bolded brackets [Relocated from: ].

... A series of four bolded ellipses indicates language omitted to save space.
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Part 1.

EXHIBIT P

ART. 8.F.5, ILLUMINATION [RELATED TO SIGNAGE]
SUMMARY OF AMENDMENTS

ULDC Art. 8.F.5, lllumination [Related to Signage] (page 22 of 42), is hereby amended as
follows:

CHAPTERF GEMNERAL PROVISIONS FOR ALL SIGN TYPES

Section 5 Iumination

Signs may be illuminated subject to the following standards:

A. General Requirements
1. Ground-mounted and building-mounted signs adjacent to a residential zoning district or —a
residential use shall be illuminated only during hours when the establishment is open for
business;
2. External lighting shall be properly shielded to prevent glare on adjacent streets or properties:
and
3. lllumination shall be constant and shall not consist of flashing, animated or changing lights,
except for permitted change of message for electronic message signs, pursuant to Art. 8.G.3.B,
Electronic Message Signs, and, - [Ord. 2014-025]
4. Electronic Message Signs shall be exempt from AGR, Exurban, Rural or Glades Tier
prohibitions on internally illuminated signage.
B. U/S Tier Requirements
1. Signs may be illuminated by silhouette, internal and external lighting, except where located in
or oriented towards the NRM or NG Sub-areas of the WCRAQ; and [Ord. 2006-004]
2. Meon signs are allowed in the U/S Tier, except where located in or oriented towards the NEM
or NG Sub-areas of the WCRAQ, as part of a wall sign or window sign only. The sign area for
a neon sign shall not exceed eight square feet. [Ord. 2006-004]
C. AGR Tier Requirements
i Signs n‘nsljlur be illuminated by external or silhouette lighting only, with exception to the following:-
& 8 rmitted under Art. 8.G.3.B, Electronic Message Signs: and,
b 5|gns on properties with a commercial future land use designation.
2 Gmmmmwmww
23. All sign lighting is restricted to the hours of operation of the entity or establishment with which
the sign is associated.
4. Meon signs are allowed as a window sign only. The sign area shall not exceed six square feet.
D. Exurban, Rural, and Glades Tier Requirements
1. Signs may be illuminated by external lighting only_with exception to signs permitted under Art.
8.G.3 B, Electronic Message Signs.
2. All sign lighting is restricted to the hours of operation of the entity or establishment with which
the sign is associated
Notes:

» Underlined indicates new text.

= Stricken indicates text to be deleted. If being relocated, or parially relocated, destination is noted in
bolded brackets [Relocated to: ] or [Partially relocated to: ].

= [talicized indicates relocated text. Source is noted in bolded brackets [Relocated from: ].

... A series of four bolded ellipses indicates language omitted to save space.
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EXHIBIT Q

ART. 8.G.3.B, ELECTRONIC MESSAGE SIGNS
SUMMARY OF AMENDMENTS

Part1.  ULDC Art. 8.G.3.B, Electronic Message Signs (page29 - 33 of 42 [Supplement 20]), is

hereby amended as follows:
CHAPTERG STANDARDS FOR SPECIFIC SIGN TYPES
Section 3 Other Sign Types
B. Electronic Message Signs

1. Applicability and Approval Process
Electronic message signs shall only be allowed as follows: [Ord. 2015-031]

Table 8.G.3.B, Electronic Message Sign Types and Approval Process

Sign Type Permitted Content Approval Procass

Type 1 Al regional faciilies, facdllies with senal performances, and,| Class A Gonditional Use
specialized attractions that, by their operating characieristics, have approval (1)
unique sign requirements

Type 2.(2) Reserved for Fulure Use NiA
Eiectrondg Changeable Copy Meesage SigrPRA-FIol-Programs Bl Peirmil

Type 3 Time and temperature Building Permit

Type 3 Fusl prices DRO

Type 3 Informational signs within residential Planned Unit Development (PUD) DRO

[Ord. 2010-022) [Ord. 2014-025] [Ord. 2015-031] [Ord. 2016-020] [Ord. 2017-007]

Hotes:

1. Unless exempt under Article 8.B, EXEMPTIONS

Program in Ord. 2016-020.

2. Signs approved pursuant to the provisions of the Type 2 Electronic Changeable Copy Message Sign (PRA Pilof
Erogram} shall be considered conforming, where in compliance wilh all of the standards established fog the Pilol

2. Prohibited Elements

b. Message units that change copy, light, color, intensity, words or graphics more than once
par eig ht saomds fr::r Tyrp-a 1 ur Type 3 Elactrunm Massage Sngns—and—nqt-mm#mwnse

s, Any change

in message shall be campleted mstantaneuusiy There shall be no speclal effects in-

between messages, [Ord. 2014-025] [Ord. 2016-020]

c. Additional Standards for Approval

In_addition to the Standards of Art 2.B.2 B Standards for Conditional Uses and

Development Order Amendments, when considering a Class A Conditional Use for a Type

1 _Electronic Message Sign, the Ihe BCC shall mnmder whether ar not the fﬂllumng

standards have been met m ST 3 f
sign-upondinding-that: [Ord. 2(114-025} {Drd 2ﬂ1ﬁ-031]

1) The sign will not create confusion or a significant distraction to passing

motorists;

2) The sign (including its supnﬁmnn st.rur:-ture lf amr} is consistent w|th Art BPH B

General Design Principals
pERGHab use;

3) The sign will not be a nuisance to occupants of adjacent and surrounding properties;

and
4) The sign is accessory to a use regional in scale and attraction that,

by its nature,

demonstrates a unique need to communicate more information than is ordinarily

needed for a-business-ar an attraction.

Motes:
= Underlined indicates new text,

= Siricken indicates text to be deleted. If being relocated, or partially relocated, destination is noted in

bolded brackets [Relocated to: ] or [Partially relocated to: ].

s [talicized indicates relocated text. Source is noted in bolded brackets [Relocated from:

= ... A series of four bolded ellipses indicates language omitted to save space.
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42

EXHIBIT Q

ART. 8.G.3.B, ELECTRONIC MESSAGE SIGNS
SUMMARY OF AMENDMENTS

[Renumber Accordingly]

78. Type Il Waivers for Electronic Message Signs

An applicant may apply for waivers for Electronic Message Sign standards in accordance with
Art. 2.B.2.G, Type Il Waivers, in accordance with Table 8.G.3.B, Type Il Waivers for Electronic
Message Signs, below: [Ord. 2016-020]

Table 8.G.3.B, Type Il Waivers for Electronic Message Signs

Article/Table Reference and Tithe Maximum Waiver Criteria
AT 3 5. 5 5 Tli HRL = s Al raooed betEck - W b A vers ey
Relatad —lo—Location—and—minimum impact raffic-or pedesisian safety -or
sethack - from Hersacion] TEGHIETHIal propaty-and,
= Mamimwan BElectronc Changeable Copy

Ait-8.5-3.B.5 b4} [Related do-Location | Mirimum-id-fon-setback- Upon-demonsirationthal other combsnation of

¢ Sigr) : Hi_ . ‘ o,

Dulking orieniation, wmils visibiy of interior

[Ord. 2016-020]
Notes:

= LUnderlined indicates new text.
= Siricken indicates text to be deleted. If being relocated, or partially relocated, destination is noted in

bolded brackets [Relocated to: ] or [Partially relocated to: ].

= [lalicized indicates relocated text. Source is noted in bolded brackets [Relocated from: ].
= ... A series of four bolded ellipses indicates language omitted to save space.
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Part 1.

EXHIBIT R

DEPARTMENT OF AIRPORTS
CHAPTER 333, FLORIDA STATUTES UPDATES
SUMMARY OF AMENDMENTS

ULDC Art. 1.F.3, Nonconforming Structure, (Pages 21 — 23 of 110) are hereby amended
as follows:

CHAPTERF MNONCONFORMITIES

Section 3

Monconforming Structure

A. General
A nonconforming structure may continue to exist in accordance with this Section. [Ord. 2010-005]

B. Expansion
Expansion of a nonconforming structure shall not change or increase the nonconforming features
of the structure, and shall not result in the intensification of a nonconforming use through the
structural expansion. Expansion shall not exceed the percentage pursuant to Table 1.F.1.F,
Monconformities - Percentage and Approval Process for Expansion. [Ord. 2010-005]

C. Maintenance, Renovation and Natural Disaster Damage Repair
Maintenance, renovation, and damage repair caused by acts of nature shall not exceed the
percentage pursuant to Table 1.F.1.G, Nonconformities - Percentage and Approval Process for
Maintenance, Renovation, and Natural Disaster Damage Repair. [Ord. 2010-005).

D. Uses and Structures within an Airport Zone established in Article 18

1.

2|-

Applicability
Uses, structures and cther obstructions permitted prior to the effective date of the Airport
regulations, November 1, 1996, that lie within regulated areas defined in Art. 16, Airport
Regulations, which do not comply with the Airport Land Use Compatibility Schedule or FDOT,
“Guidelines for the Sound Insulation Residences Exposed to Aircraft Operations,” or exceeds
permitted height limitations shall be considered a nonconforming use unless the structure or
use is brought into conformance with the provisions of Art. 16, Airport Regulations. [Ord. 2010-
005]
a. Exemptions

E_and Uses w:thln regulated areas HBMAH—%MD-E%LUNZE fm»mlrpana-whmh

Gampamw-s-t-u-d-y- fnr PEE F'ark Armnn fLantan31 PBC Giades Aurgcn {Pghnkae: E‘.all

Glade Municipal Airport, and Palm Beach Morth County Airport are exempt from the
requirements of this Article. [Ord. 2010-005]
Existing Uses and Occupancy
The requirements of Art.16, Airport Regulations, shall not be construed to necessitate the
removal, lowering, or other modification aiteration of a structure or building supporting an
existing use non-conforming to the requirements therein, or otherwise interfere with the
continuance of such use which legally existed prior to November 1, 1996, provided the
continuation does not jecpardize life or health. Construction or alterations which existed or
started prior to November 1, 1996, and are diligently pursued and completed in accordance
with building parmitting requirements as defined by PZB, shall not be required to comply with
the provisions in Art. 18, Airport Regulations. [Ord. 2010-005]
a. Change in Use and Occupancy
If a change of use is proposed for an existing structure or building which does not comply
with the Airport Zoning provisions for that particular use—as specified in the Airport Land
Use Compatibility Schedule, the entire structure or building shall be brought into
conformance with Art.16, Airport Regulations. [Ord. 2010-005]
Abandonment of-a-lUse
fa us,a-nonmqfan'nm to-the-Airport-Regulations-has-been-abandoned-for 365-daye—{one

Dzsl:untlnuaﬂr.:e or Cmatmn

A m::nr:.unfunmnq use or structure that is intentionally discontinued, abandoned or changed

shall loge its nonconforming status and shall not be reestablished or resumed. Any subsegquent

use or structure in the same location shall be consistent with this Code. A use or structure that
has been discontinued, abandoned, or changed for a period of more than 180 consecutive
days, or for a total of 540 calendar days during any three-year period, shall constitute a
presumption of the intent to discontinue, abanden, er change the use or strucutre. In the event
gither time period has been exceeded, an applicant shall have the burden of rebutting the
presumption by presenting competent, substantial evidence of the intent to maintain the

nonconforming use or structure.
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EXHIBIT R

DEPARTMENT OF AIRPORTS
CHAPTER 333, FLORIDA STATUTES UPDATES
SUMMARY OF AMENDMENTS

Repair, Reconstruction, Restoration, or Alteration of a Structure
a. Height Restrictions
Permits shall not be granted that would allow an existing structure to become higher or
become a greater hazard to air navigation than it was as of November 1, 1996, All
structures shall comply with Art. 16.B.1, Airspace Height Regulations. [Ord. 2010-005]
b. Use Regulations
Any permits to substantially modify, altes; repair, restore, reconstruct, or rebuild a structure
supporting a non-conforming use shall comply with At 16.C.1.E, General Land Use
Regulations Off-Airport Land Use Compatibility Schedule. In such cases, the entire
building or structure shall be brought into conformance with these requirements. For the
purposes of this Article, substantially alter modify shall mean: [Ord. 2010-005]
1) the structure is more than 80 percent torn down, destroyed, deteriorated, or decayed;
or [Ord. 2010-005]
2) the eeet-Total Value of Improvement of repair, reconstruction or restoration exceeds
80 50 percent of the Improvement Value of the existing building or structure—sr [Ord.
2010-005] [Drd 2013-001]

If the structure does not meet these cntena then only the new construction, alteration or
repair shall be subject to the requirements of Art. 18, Airport Regulations. [Ord. 2010-005]
Relocated Buildings
Buildings or structures moved into or within Palm Beach County, into a RPZ or ALUNZ shall
comply with the height and noise level reduction provisions in Art. 16, Airport Regulations.
[Ord. 2010-005)
Obstruction and Marking Requirements
Any repair, restoration, reconstruction or alteration to a non-conforming structure, or
establishment of a new use, shall require compliance with the Obstruction Marking and Lighting
provisions in Article 16.B.1, Airspace Height Regulations. [Ord. 2010-005]

Nonconforming Use

A. MNonconforming Use Classifications
There are three classes of nonconforming uses: Major, Minor, and Monconforming to Airport
Regulations. [Ord. 2010-005]
1.

Ma;nr
A major nonconforming use is a use that was legally established in a zoning district where the
use is now prohibited under the terms of this Code. Major nonconforming uses are
inappropriately located and create or threaten to create incompatibilities that are detrimental to
the public welfare. The intent of the PBC Comprehensive Plan is to eliminate or reduce existing
or previously approved land uses, and activities, which were lawful before the adoption of the
Plan but are now prohibited, regulated or restricted under the terms of the Plan. [Ord. 2010-
005]
Minor
A minor nonconforming use is a use that was legally established in a zoning district under a
prior Code and cne or more of the following applies: the use has been changed to a more
restrictive review or approval process under the terms of this Code; DOAs or improvements to
the use would exceed the development and approval thresholds, or, the use does not meet the
property development regulations of this Code. Miner nonconforming uses do not create or
threaten to create incompatibilities injurious to the public welfare. An applicant who is
requesting modification or improvement to a minor nonconforming use is encouraged to apply
pursuant to the review and approval process now in effect to correct the nonconforming status
of the use for the benefit of future development order amendments and other types of
improvements. [Ord. 2010-005] [Ord. 2015-008]
Monconforming to Airport Regulations
Requirements for uses nonconforming to Airport requlations are set forth in Art, 1.F.3.0, Uses
and Structures within an Airport Zone. Nonconforming uses that are also nonconforming to the
Airport zoning regulations shall comply with both the nonconforming provisions in Article 1. F
and the Adportbnonconforming provisions in Article 16 Airport Regulations. These uses shall
be regulated as follows: [Ord. 2010-005]
a. A major nonconforming use shall comply with the major nonconforming use provisions in
Article 1, F. [Ord. 2010-005]
b. A minor nonconforming use shall comply with both provisions of the miner nenconforming
use provisions in Article 1.F and the Nonconforming to Airport Regulations jn Article 16.C.3.
[Ord. 2010-005]
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Change in Use
A nonconforming use shall not be changed to any other use, unless the new use conforms to this
Code. A nonconforming use physically replaced by a permitted use shall not be re-established,
[Ord. 2010-005]
Discontinuance or Cessation
A nonconforming use that is intentionally discontinued, abandoned, or changed to an accessory
use shall lose its nonconforming status and shall not be reestablished or resumed. Any subsequent
use in the same location shall be consistent with this Code. A use that has been discontinued,
abandoned, or changed to an accessory use for a period of more than 180 consecutive days, or
for a total of 540 calendar days during any three year period, shall constitute a presumption of the
intent to discontinue, abandon, or change to an accessory use. In the event either time period has
been exceeded, an applicant shall have the burden of rebutting the presumption by presenting
competent, substantial evidence of the intent to maintain the nonconforming use. [Ord. 2010-005]
Expansion
1. Major Nonconforming Use
Expansion shall not exceed the percentage pursuant to Table 1.F.1.F, Nonconformities -
Percentage and Approval Process for Expansion. [Ord. 2010-005]
2. Minor Nonconforming Use

A minor nonconforming use may be expanded pursuant to Table 1.F.1.F, Nonconformities -

Percentage and Approval Process for Expansion, and the following: [Ord. 2010-005]

a. The expansion shall not exceed ten percent of the approved floor area of the structure or
ten percent of the improvement value of the structures on site, whichever is less; or any
other form of measure of intensity/density for the specific use such as but not limited to:
beds for congregate living facilities; decks for restaurants; number of children for daycares;
number of fueling stations or gas pumps for Retail Gas and Fuel Sales or other traffic
intensity measures. [Ord. 2010-005] [Ord. 2017-007]

Maintenance, Renovation and Natural Disaster Damage Repair

Shall not exceed the percentage pursuant to Table 1.F.1.G, Nonconformities - Percentage and
Approval Process for Maintenance, Renovation, and Matural Disaster Damage Repair. For natural
disaster damage repair, improvement value shall be established at the time the damage occurred,
[Ord. 2010-005]

Relocation

See Figure 1.F.4, Relocation and Expansion for permitted relocation of nonconformities. A
nonconforming use shall not be relocated. [Ord. 2010-005]

ULDC Art. 1.1. 2 Definitions, (Pages 31, 32, 58, 63, 84, and 94 of 110) are hereby amended
as follows:

CHAPTER DEFINITIONS AND ACRONYMS
Section 2 Definitions

A,

Terms defined herein or referenced in this Article shall have the following meanings:

28 Aeronautical Study — means a Federal Aviation Administration study, conducted in
accordance with the standards of 14 C.F.R. part 77, subpad C.. and Federal Aviation
Administration policy and guidance, on the effect of proposed construction or alteration upon
the operation of air navigation facilities and the safe and efficient use of navigable airspace.

[Renumber accordingly]

43. Airport - for the purposes of Art. 16, any area of land or water designed and set aside for the
taking off. maneuvering and landing of aircraft and used or to be used in the interest of the
public for such purpose, including Palm Beach International Airport (PBIA), Park Airport
(Lantana}, PBC Glades Airport (Pahokee), Belle Glade Municipal Airport, Palm Beach North
County Arrpart and Bn-c:a Ratun A1rpurt and anyr area cwned or operaled byr PBC, or other pubhc
entity #nten i % =

a&aﬁm@m vahdlyr In::er:sed b:.r tha State of Flonda fur publu: use,

45. Airport Hazard - for the purposes of Art. 16, an obstruction to air navigation which effects the

safe and efficient use of navigable airspace or the a-pg_gﬂmn Qf _planned or grx:stlnn air
navigation and mmmunu:.atmn faciliies. amy-m Trade g
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46. Airport Hazard Area - for the purposes of Art. 16, any area of land or water upon which an
airport hazard might be establlshed#m—pravaméd—as-p:wde@n#mamsle

47. Airport Land Use Compatibility Zonin
reguiations governing the use of land on, a{iiacent to, or in the immediate vicinity of airports.

[Renumber accordingly]

48. Airport Layout Plan — for the purposes of Ad. 16,_a set of scaled drawings that provide a
graphic representation of the existing and future development plan for the airport and
demonstrate the preservation and continuity of safety, utility, and efficiency of the airport.

49. Airport Master Plan — a comprehensive plan for an airport which typically describes current
and future plans for airport development designed to support existing and future awiation
demand.

[Renumber accordingly]

47. Airport Obstruction - for the purposes of Art. 16, any_existing or proposed permanent or
temporary object, natural growth or terrain, or structure consiruction or alteration manr-made

structura —object-of-natural growth-oruesa-afiand-which would exceed the Federal obstruction
standards as contained Federal-Aviation-Regulation-Par—77-in 14 CF.R. Part 77, Subpart C.

{as may be amended from time to time).

Terms defined herein or referenced Article shall have the following meanings:

11 Halipc-rt or ‘.fampnr‘t -

B, For the purposes of Art. 16, én identifiable ground level or elevated area which is validly
licensed by the State of Florida for public use and is intended to be used for the take off
and landing of helicopters, tilt rotors or any other vertical takeoff and landing rotorcraft

Terms defined herein or referenced Article shall have the following meanings:

Terms defined herein or referenced Article shall have the following meanings:

33 Runwsw Protection Zom {RPZ} - for pufposes of Ar‘t ']E an—aﬁaa—aﬁ—the—ﬂumwf—an#
' : : und- an area at ground
level beyond lhe runway end m en hance the safe*tv and Dmlec ion of pecple and property on
the ground. Specifically, the RPZ is an area off the runway extending outward and upward,
parallel to the extended runway centerline, in the dimensions shown in Table 16.8.1 E-1.

Terms defined herein or referenced Article shall have the following meanings:

122 Structure

a. Unless specified otherwise, means that which is three feet or more in height which is built
or constructed or erected or tied down having a fixed location on the ground or attached to
something having a permanent location on the ground, such as buildings, homes, mobile
homes, towers, walls, fences, billboards, shore protection devices and poster panels. [Ord.
2004-013] [Ord. 2007-001]

b. For the purposes of Art. 16, any object, temporarily or permanently constructed, erected
altered, or installed by man, including but not limited to: buildings, towers, smoke stacks,
utility poles, power generation egquipment. antennas, construction cranes and overhead
transmission lines.

c. For the purposes of Art. 18, that constructed by humans, including gas or liquid storage
tanks that are principally above ground, walls and roofed buildings. [Ord. 2004-013]

ULDC Art. 2.A.1.D.1.b.5), Zoning Commission (ZC) [Related to Authority] (Page 12 of 87)
are hereby amended as follows:

CHAPTER A GENERAL

Section 1 Applicability
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EXHIBIT R

DEPARTMENT OF AIRPORTS
CHAPTER 333, FLORIDA STATUTES UPDATES
SUMMARY OF AMENDMENTS
D. Authority
1. Processes

Part 4.

b. Zoning Commission (ZC)
The ZC shall consider the following types of development order applications:

5) The ZC is not authorized to grant variances from Code regulations with prohibited
provisions, or the following Articles of the ULDC: [Ord. 2006-036] [Ord. 2011-001]
[Ord. 2014-001]

p] Art. 16, Airport Regulations, and,
ga) Art. 2.G, Decision Making Bodiesrand:,

ULDC Art.2.B.3, Type Il Variance, (Pages 30 — 31 of 87) are hereby amended as follows:

CHAPTERE PUBLIC HEARING PROCESS

Section 3

Type Il Variance

A. General
To allow variances in accordance with Art. 2.B.3.E, Standards, unless stated otherwise. Variance
requests for density or intensity beyond the stated limits of the Plan shall be prohibited. Type Il
Variances shall be required for the following: [Ord. 2011-001] [Ord. 2012-003]

1.
2.

any application requesting variances from the ULDC requirements which are allowed under the
authority of Article 2.A.1.0.1.b, Zoning Commission; [Ord. 2011-001]

any application requesting five or more variances; [Ord. 2009-040] [Ord. 2011-001]

any application requesting variances that exceed 15 percent of a required standard or Property
Development Regulations for residential lots of three units or less; and [Ord. 2009-040] [Ord.
2011-001] [Ord. 2012-003]

any application requesting variances that exceed the standards of Art. 20.3.0.2, Non
Residential Projects; [Ord. 2012-003] [Ord. 2012-027]

B. Application Procedure

3.

Sequence of Submittal

An application for a variance shall comply with the following:

a. Approval of a variance shall be obtained prior to master plan, site plan or subdivision plan
approval by the DRO, plat recordation, or issuance of a building permit, whichever occurs
first.

b. If an application for a development order is contingent upon approval of a variance, then

the variance shall be obtained prior to certification by the DRO.

i Adticle 16 Ai Sl _
dc. A pre-application meeting with staff shall be required prior to application submittal. [Ord.
2008-003]

D. Review and Recommendation
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AT Ak

Part5.  ULDC Art. 3.D.1.E, Building Height (Page 122 of 216) are hereby amended as follows:
CHAPTER D PROPERTY DEVELOPMENT REGULATIONS (PDRs)
Section 1 PDRs for Standard Zoning Districts

E. Building Height
The maximum height for buildings and structures in all districts shall be 35 feet, unless otherwise
stated. [Ord. 2005-002]
1. Airport Zones
Structures in airport zones are subject to the height restrictions in Article 16.B.1, Aspase
Height-Regulations-Airport Protection Zoning Regulations Governing Airport Hazards,

Part 6. ULDC Art. 4.B, Use Classification, (pages 76, 80, 87, 116 and 129 of 204) are hereby
amended as follows:

CHAPTER B USE CLASSIFICATION
Section 4 Institutional, Public and Civic Uses

C Definitions and Supplementary Use Standards for Specific Uses
7. Day Care
d Airport Land Use Compatibility Zoning-Overlay

The establishment of new Limited or General Day Care facilities shall be prohibited in
accordance with Art. 16.C.1.E.2. Prohibited Land Uses. [Ord.2011-016]

15. School - Elementary or Secondary

h General

3} Owverlay-Airport Land Use Compatibility-Zoning-Overlay-{AZD)
Mew schools shall not be located within five miles of either end of a runway, pursuant

to Article 16, Airport Regulations, and F.S,
Section 5 Industrial Uses

C Definitions and Supplementary Use Standards for Specific Uses

5. Gas and Fuel, Wholesale

a. Definition
An establishment engaged in the storage of gas and fuels for wholesale distribution, to
businesses.

b. Overlay — Airport Zoning Overlay (AZ0)
Wholesale of gas and fuel shall be allowed in the AZO Overlay as an airport-related use
only when associated with sales of aviation fuel.

c. Location

This use shall not be located within apy-Reohibited-Land Use-Area/Five Mile Runway-Buffer
Zone the PBIAD,

Section 7 Utility Uses

Notes:

Underlined indicates new text.

Siricken indicates text to be delsted. Sidcken-andqlalicized means text to be totally or partially relocated.
If being relocated destination is noted in bolded brackets [Relocated to: ].

flalicized indicates text to be relocated. Source is noted in bolded brackets [Relocated from: ].

.... A series of four bolded ellipses indicates language omitted to save space.

Page 69 of 82



W00 =l U & G B ==

32
33

35

a7
38

40
41

42
43

45
47
49
81
52
53

a5

EXHIBIT R

DEPARTMENT OF AIRPORTS
CHAPTER 333, FLORIDA STATUTES UPDATES
SUMMARY OF AMENDMENTS

C. Definitions and Supplementary Use Standards for Specific Uses

E Landfill or Incinerator

Section 8

o

Definition
A facility for the disposal or incineration of solid waste for which a permit is required by the
Florida Department of Environmental Protection, which receives solid waste for disposal in
or upon the land. The term does not include a land-spreading site, injection well or surface
impoundment.
SWA permit
Prior to operation of the facility, the owner or operator shall obtain a SWA Permit.
Airport Land Use Compatibility Zoning
1} MNew Landfills are prohibited, and existing Landfills within the following areas are
restricted pursuant to Art. 16.1.E.2.¢:
a) Within 10,000 feet from the nearest point of any Airport runway used or planned to

be used by turbine aircraft or
b} Within 5,000 feet from the nearest point of any Airport runway used by only non-

turbine aircraft or,

¢] Outside the perimeters defined in subparagraphs a. and b.. but still within the
lateral limits of the civil airport imaginary surfaces defined in 14 C.F.R. 5. 77.19.
Case —by case review of such landfills is advised.

2] Where any Landfill is located and constructed in a manner that attracts or sustains
hazardous bird movements from feeding, water or roosting areas into, or across, the
runways or approach and departure patterns of aircraft. The Landfill operator must
incorporate bird management technigues or other practices to minimize bird hazard to
airborne aircraft. These management technigues shall be addressed in the applicable
zoning application. DOA, in consultation with the PZB, shall administer the review of

development application for compliance.

Transportation Uses

C Definitions and Supplementary Use Standards for Specific Uses

2, Heliport or Vertiport

1.

Definitions

A facility designed to accommodate helicopter operations or other vertical takeoff and
landing rotorcraft, including facilities and structures, needed for heliport business to
function.

Part 7. ULDC Art.16, Airport Regulations, (Pages 3 - 14 of 14} are hereby amended as follows:

CHAPTER A GENERAL

Section 1

Purpose and Intent

These provisions are intended to regulate permitted construction to promote the maximum safety of aircraft
arriving at and departing from the publicly-owned airports within PBC; to promote the maximum safety of
residents and property in areas surrounding PBC Airports; to promote the full utility of PBC Airports and
public use airports; to provide structure height standards for airport hazards and uses within airport primary,
horizontal, conical, approach and transitional surfaces so as to encourage and promote the-properand
sound compatible development of land beneath said areas; and to provide administrative procedures for
the efficient and uniform regulation of all development proposals within said zones.

Section 2

Short Title and Authority

A. This Article shall be known and cited as the "Airport Zoning Ordinance."
B. This Article is enacted pursuant to the provisions of Art. VIlI, Sec. 1(g) of the Florida Constitution;
Chapter 125, F.S.§ (1995) Chapter 333, F.8.§ {48085} (2016), or as amended.

Section 3

Applicability
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A, This Article regulates height and land uses around publicly owned airports in PBC. The height
standards for structures or cbstructions provide maximum height limits and a review procedure to
determine if structures or cbstructions will have an adverse impact on safe and efficient airspace
use. The land use standards provide restrictions and a review procedure within four nautical miles
of publicly owned airports to determine if the land use is compatible with normal airport operation
and Federal Aviation Administration (FAA) guidelines. The land use standards apply to the highest
most resfrictive airport hazard areas and Noise Zones, and limit uses which include, but are not
limited to, hazardous material storage, emissions of light or smoke, or uses which attract
concentrations of people or birds.

B. This Article applies to all land in unincorporated PBC.

C. This Article alsc applies to all municipalities that may elect to participate through interlocal
agreement pureuent te Chep!ers 153 enld 33303 (1)(b)1, Florida Statutes_—erte—al-afescted

D. These reguletmns euppfement ether Iend develepment reguiatlens in this Cede

E. Where there exists a conflict between any of the regulations or limitations prescribed in this Article
and any other regulations applicable to the same area, the more stringent limitation or requirement
shall govern and prevail.

Section 4 Definitions and Acronyms
See Art. 1.1, Definitions and Acronyms.
Section 5 Appendices

Maps and related information contained in Appendices 1-15 are incorporated herein by reference and are
available for review at the Department of Airports or may be obtained from their web site.

CHAPTER B AIRSPACEHEIGHT REGULATION-AIRPORT PROTECTION ZONING REGULATIONS

GOVERNING AIRPORT HAZARDS

Section 1 Airspace Height Regulations

A. General
In order to carry out the provisions of this Article, there are hereby created and established certain
zones which include all of the applicable land lying beneath the primary, horizontal, conical,
approach, and transitional surfaces as they apply to a particular airport. To regulate height, an
Airspace Notification Map, {atached-as Appendix 1j_and a procedure to review the-permitting-of
and permit tall-structures obstructions has been established. Airport height limitations and the
notification procedures established in this Section conform to the standards for determining
obstructions to air navigation of Federal Aviation Requlations Part 77, ss. 77.23.
B. Regulated Construction-Obstructions
For purposes of this Section, construction obstructions includes but is are not limited to,_any existing
or proposed permanent or temporary object, natural growth or ereating-new structures, or adding
height to any existing structure and shall include the location of derricks, draglines, cranes and
other boom-equipped machinery. Genstruction Obstruction does not include any development
which does not have the effect of adding height to the land or other structure, such as paving,
draining or roofing.
C. Regulated Areas
The various surfaces displayed as Zone 1 and Zone 2 on the PBC "Airspace Notification Map” are
defined below. Penetration of one of these zones shall require a technical analysis by FAA and
obtaining a Permit for Obstruction from the DOA foliowing a review of-the-analysie by the DOA,
PZE Department, and other applicable governmental agencies in accordance with this Article.
1. Publicly-Owned, Public Use RBC Airports
a. Zone 1 - All construction within 3,500 feet from the airport reference point in all directions.
b. Zone 2 - Any construction of a height exceeding the limitations of any zone established in
this Section within a four nautical mile radius of the airport reference point.
¢. Any construction or alteration of a height greater than an imaginary surface extending
outward and upward for a distance of 20,000 feet from the reference point of any terminal
navigational aid facility up to a height of 200 feet above ground level.
2. All PBC Heliports/Vertiports
Any construction or alteration of a height greater than an imaginary surface extending outward
and upward from any point of any public or private State licensed PBEC Heliport for a distance
of 5,000 feet up to a height of 200 feet above ground level.
3. Terminal Navigational Aid Notification Areas
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Any construction or alteration within 5,000 feet of any navigational aid facility; and
4. Other Areas

Any construction or alteration of a height greater than 200 feet above ground level,
Airport Zones Established
Primary, Horizontal, Conical, Approach and Transitional Airport Zones are shown on maps
described below. These maps are on file at the DOA and PZB and are incorporated herein. These
maps are included by reference and attached as Appendices 2-7, available at The Department of
Airports.
Map A - PBIA (Appendix 2)
Map B - PBC Park Airport (Lantana) (Appendix 3)
Map C - PBC Glades Airport {Pahokee) (Appendix 4)
Map D - Belle Glade Municipal Airport (Appendix 5)
Map E - Palm Beach Morth County Airport (Appendix 6)
Map F - Boca Raton Airport (Appendix 7)
Airport Runway Categories Defined
The size and dimensions of each zone created and established as part of this Section is bagsed
upcn the category of each runway, according to the type of approach available or planned for that
runway. The category of each runway for airports included in this Article are listed in Table 16.8.1.E-
1, Runway Category and Runway Protection Zone (RPZ) Defined, by Airport.

Table 16.B.1.E-1 Runway Gateﬂury and Runway Protection Zone (RPZ) Defined, by Airport

Inner Cuter
Airport/Runway Runway Length Width Width RPZ Acros
Falm Beach Runway Precision - 700-2 500 1,000 +618-1,750 48-878-78.914
Intemnational (PEIA} | O&42R-10L
Hunway 28R Precision 1,700 1,000 1,510 48 978
Rurmway Mon-Precision 1,700 500 1,010 29.465
43433 14032
Rurway Visual 1,000 500 T00 13770
08R2TL
10R/28L
PBC Park {Lantana) | Runway 09/27 | Non-Precision 1,700 500 1.010 20.485
Runway 15/33 Non-Precision 1,700 500 1,010 28.465
Rurmway 03/21 WVisuial 1,000 500 1.010 13.770
PBC Glades Rurway 17/35 | Mon-Precision 1,700 500 1.010 29,465
(Pahokes)
[Ecile Glade Municipal| Runway 09/27 Visual 1,000 500 700 13.770
Palm Beach Morth Rurmway Precision 1,700 1.000 1.510 48,978
County DBRAZEL
Runway 26 Mon-Precision 1,700 500 1,010
Runway 13/31 Mon-Pracision 1,700 500 1,010 20.465
Runiway Wisual 1,000 500 700 13.770
08L/26R
Boca Raton Runway 0523 |  Non-Precision 1,700 500 1,010 29.485
F. Airport Height Limitations

G.

1. General

Where any two limitations in this Article are in conflict, the more stringent applies. Except as

otherwise provided in this Section, no cbstruction including any structure; or object of natural

growth, shall be erected, altered, or be maintained without prior approval by DOA or PZB, which
is or would be an ebstruction obstacle to air navigation, as defined in this Article, or of a height
greater than:

a. 500 feet above ground level at the site of the object;

b. 200 feet above ground level or the established airport elevation, whichever is higher. These
heights shall be measured within three nautical miles of the established reference point of
an airport; and which height increases up to a maximum of 500 feet, at a slope of one foot
vertically for every 100 feet horizontally, for a distance of 50,000 feet; or

c. Any object within the approach segment, deparure area, or any missed approach or
circling approach area which is determined by the Airports Director to be a hazard to the
safe and efficient use of airspace around an airport.

Airport Height Zone Definitions and Limitations

A property located in more than one of the described zones is considered to be only in the zone
with the more restrictive height limitation. The various zones are hereby established and defined
below. These zones are depicted in plan view in Appeadix Appendices 2 through 7 and in isometric
view in Appendix 15. The specific definitions of each airport height zone (horizontal distance, width,

Notes:

Underlined indicates naw text.

Stricken indicates text to be deleted. Strcken-and-talicized means text to be totally or partially relocated.
If being relocated destination is noted in bolded brackets [Relocated to: .

ftalicized indicates text to be relocated. Source is noted in bolded brackets [Relocated from: ].

... A series of four bolded ellipses indicates language omitted to save space.

Page 72 of 82




[E I

EXHIBIT R

DEPARTMENT OF AIRPORTS
CHAPTER 333, FLORIDA STATUTES UPDATES
SUMMARY OF AMENDMENTS

arc radius, etc.) are listed on Table 16 B.1.G-2, Specific Zone Definition, by Airport, by Runway,
General definition and height limitations are described in the Subsections to follow.

Table 16.B.1.G-2 Specific Zone Definition, By Airport, le Runway

Alroort/ Primary Horizontal Conical Approach Zone (in feot)
Ru""“ Zone Width|  Arc Radius Zone
gt (in feat) {in foot) (in foat) | Horizontal Dist. | Inner Width |  Outer Width
PALM BEACH INTERNATIONAL mnmm"""ipgml
Rwy 1. 000' 50,000 1.000' 16.,000°
osL10LI2FREER
10, OO
Rowy +3-14/34 500 10,000 SO0 3,500,500
=2 4,000
Rwy 08R 250 5,000° 250 1,250
10R/EH. 261 5,000°
PBC PARK AIRPORT (LANTANA)
Rwy 08127 2,001 250°
Rwy 15133 500° 5,000 4,000 5,000 s00° 2 00071 250°
Rwy 03721 1,250°
PBEC GLADES AIRPORT (PAHOKEE)
Rwy 17/35 500 5,000 4,000° 5,000° 500° 2 po0"
BELLE GLADE MUNICIPAL
Rwy 08127 2500 5,000 4,000 5,000 250" 1,250
PALM BEACH NORTH COUNTY AIRPORT
Fwy DBRUZEL | 1,000 50,00010,000 1,000 16,000'/3,500'
10,000°
Rwy 13/31 500' 4,000 10,000'45,000' 500" 3.500'11 500"
Gy 250 5,000 5,000 280" 1,2500
BOCA RATON AIRPORT
Rwy 0523 500° 10,000° 4,000 10,000" 500" 3,500

1.

Primary Zone Definition
An area longitudinally centered on a runway, extending 200 feet beyond each end of that
runway with the width so specified for each runway for the most precise approach existing or
planned for either end of the runway.
a. Primary Zone Height Limitations
Mo structure or obstruction will be permitted within the Primary Zone that is not part of the
landing, maneuvering and taking-off facilities.
b. Primary Zone Width for each Specific Airport
The specific width of each Primary Zone for each airport is listed in Table 16.B.1.G-2,
Specific Zone Definition, by Airport, by Runway.
Horizontal Zone Definition
The area around each airport with an outer boundary the perimeter of which is constructed by
swinging arcs of specified radii from the center of each end of the Primary Zone of each airport’s
runways and connecting adjacent area by lines tangent to those arcs. The radius of the arc
specified for each end of a value will be the highest composite value determined for either end
of the runway. When a 5,000-foot arc is encompassed by tangents connecting two adjacent
10,000-foot arcs, the 5,000-foot arc shall be disregarded on the construction of the perimeter
of the Horizontal Zone.
a. Horizontal Zone Height Limitations
Mo structure or cobstruction that has a height greater than 150 feet above the airport
elevation, will be permitted in the Horizontal Zone.
b. Horizontal Arc Radius for each Specific Airport
The specific horizontal arc Radius of each airport is listed above in Table 16.B.1.G-2,
Specific Zone Definition, by Airport, by Runway.
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Conical Zone Definition
The area extending outward from the periphery of the Horizontal Zone for a distance of 4,000
feet. The specific Conical Zone distance for each airport is listed above in Table 16.B.1.G-2,
Specific Zone Definition, by Airport, by Runway.
a. Conical Zone Height Limitation
No structure or obstruction will be permitted in the Conical Zone that has a height greater
than 150 feet above the airport elevation at the inner boundary (connecting the Horizontal
Zone) with permitted height increasing at a slope of one foot vertically for every 20 feet of
horizontal distance, measured outward from the inner boundary to a height 350 feet above
the airport elevation at the outer boundary,
b. Approach Zone Definition
An area longitudinally centered on the extended runway centerline and extending outward
and upward from each end of the primary zone. An Approach Zone is designated for each
runway based upon the type of approach available or planned for that runway end.
Approach Zone Height Limitations
The permitted height limitation within an outer or inner Approach Zone is the same as the
runway end height at the inner edge and increases with horizontal distance outward from the
inner edge based upon the calculation method listed in Table 16.B.1.G-3, Specific Zone Height
Limitation Calculation, by Airport, by Runway'.
a. Approach Zone Horizontal Distance for each Specific Airport
The specific Approach Zone dimensions for each airport is listed above on Table 16.B.1.G-
2, Specific Zone Definition, by Airport, by Runway.

Table 16.B.1.G-3-Specific hEEmach Zone H&ight Limitation Calcuiaﬁnni EE Aimﬂl’ti BE le!ﬂ

AIRFORT/RUNWAY APPROACH ZONE HEIGHT LIMIT CALCULATION

|Faim Beach Infernational (FELA) Runway One fool vertically for every 50 feat of horizontal distance for |

BBL10L/E7R 28R [first 10,000 feel, and then one foot verically for every 40 fest
|horizontal distance for an additional 40,000 feet.

Runway One foot vertically for every 34 feet of horizontal distance.
13 14/33-32

Runway One foot vertically for every 20 feet of horizontal distance.

068 10727 261

IFEC Park {Lantana) Runway

Q2T
Runway One foot vertically for every 20 feel of horizontal distance.
15033
Runway
0321

IPBC Glades {Pahokes) Ruway One foot vertically for every 20 feet of horizontal distance.

17135

[Balle Glade Municipal Rurway DE27 One fool vertically for every 20 feet of horizontal distance.

[Faim Beach Morth County Rurway 08RI26L  [Runway 08R: one foot vedically for every 20 feet of horizontal]

distance for the first 10,000 feet, then one fool verically for every|
40 feet of horizontal distance for an additional £0.000 feet,
Runway 26L: one foot verically for every 34 feel of horizontall|

distance.

Rurmway One foot vertically for every 20 feet of horizontal distance.
13531
Furmway
08LI26R

IBma Raton

Rumaay One foot vertically for every 34 feet of horizonal distance.
05/ 23

5.

Transitional Zone Definition

The area extending outward from the sides of the Primary Zones and Approach Zones
connecting them to the Horizontal Zone. Height limits within the Transitional Zone are the same
as the Primary Zone or Approach Zone at the boundary line where these Zones meet (i.e., level
with the nearest point on the runway centerline) and increase at a rate of one foot vertically for
every seven feet horizontally, with the horizontal distance measured at right angles to the
runway centerline and extended centerline, until the height matches the height of the Horizontal
Zone, the Conical Zone or for a horizontal distance of 5,000 feet from the side of the part of the
Precision Approach Zone that extends beyond the Conical Zone.

a. Transitional Zone Height Limitation

Mo ebject-or structure or cbstruction will be permitted within the Transitional Zone greater
in height than the Primary Zone or Approach Zone at their adjoining boundary lines
increasing at a rate of one foot wvertically for every seven feet horizontally, with the
horizontal distance measured at right angles to the runway centerline and extended
centerline, until the height of the slope matches the height of the Horizontal Zone or the
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height of the Conical Zone and for a horizontal distance of 5,000 feet from each side of that
part of the Approach Zone for a Precision Instrument Runway extending beyond the
Conical Zone.

6. Terminal Navigational Aid Obstruction Zone Definition

Operation of a Navigational Aid Facility is electromagnetic in nature therefore, objects
constructed off of airport property may have an adverse affest effect on the safe and efficient
operation of navigational facilities. An Airport Surveillance Radar (ASR) facility Navigational
Aid Obstruction Zone has been established extending in all directions to a radius of 3,500 feet
from the navigation aid. This zone is shown on the Airspace Notification Map, Appendix 1.
a. Terminal Navigational Aid Obstruction Zone Limitation
Mo construction or alteration or installation of any electromagnetic device shall be permitted
within this Navigation Aid Obstruction Zone without prior technical review by the FAA. If
deemed necessary by the results of the FAA review, appreval a Permit for Obstruction
must be obtained from DOA, following a review by the DOA and PZB.

7. Heliport/Vertiports

a. Primary Zone Definition
The Primary Zone coincides in size and shape with the designated take-off and landing
area of a HeliportVertiport.
1) Primary Zone Limitation
This primary zone height limitation is described by a horizontal plane at the elevation
of the established elevation,
b. Approach Zone Definition
The Approach Zone begins at each end of the Heliport/Vertiport Primary Zone with the
same width as the Primary Zone and extends outward and upward for a horizontal distance
of 4,000 feet where its width is 500 feet.
1) Approach Zone Height Limitation
The Approach Zone height limitation is a slope of one foot vertically for every eight feet
horizontally.
c. Transitional Zone Definition
The Transitional Zone extends outward and upward from the lateral boundaries of the
Primary Zone and from the Approach Zone for a distance of 250 feet measured horizontally
from the centerline of the Primary and Approach Zones.
1) Transitional Zone Height Limitation
The Transitional Zone has a height limitation at a slope of one foot vedically for every
two feet horizontally.

H. Airspace Height Review Procedures

All new construction, ef reconstruction or alteration that whish adds height to any land-orbuilding
obstruction within areas shown on the ea "Airspace Notification Map", (incamporated-by-reference
and-attached-as Appendix 11, shall be reviewed for compliance with the standards of this Section.

1.

General
Mo Fal-Structure Permit for Obstruction will be issued if all FAA and DOA comments are not
addressed to the satisfaction of DOA, PZB and County Attormney. Mo development permit
application shall be issued if the proposed construction or alteration is found to violate the
provisions of this Article, or exceed an obstruction standard of Federal Aviation Regulations:
Part 77 or any other applicable Federal or State rules or regulations.
iaﬂ—Stﬁuetu-re Parm:t fur Dhstructmn mew Flequ-wad

z = regtired; An application for the
;unstructmn recanstmcnan or aE!erahun c:f an\r ::bstructlﬂn must be reviewed in accordance
with the development review procedures in Article 2. Development Review Process prior to
certification of an application by DRO or issuance of a building permit for a permanent or
temporary strusture obstruction located within areas Regulated Areas by this Article,
a. FAA Review
The DOA shall inform the applicant that prier review by the FAA is required if DOA
determines that the proposed censtruction-er-alteration obstruction represented in the
application may excead
1) The standards of Federal Aviation Regulations Part 77;
2) The provisions of Article 16.8.1.F, Airport Height Limitations, and Article 16.B.1.G,
Airport Height Zone Definitions and Limitations;
3) Any other Federal or State rules and regulations; or
4) Adversely affects the airspace surrounding any Airport defined herein. The FAA must
review and issue a determination of the proposal's effect on navigable airspace where
such prior notification under Title 14, CFR, Part 77 is required. PZB shall suspend any
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review of any development permit application process until FAA findings of
aeronautical affect are approved.

b.5)Responsibility of the Applicant

The Applicant shall submit;

4)—Obtain

_L__FM Form T4E'D-1 FOA

B{ﬂﬂ&h—P—G—B&K—E@%ﬁﬂﬂﬂ!ﬂ%ﬁﬂ elecimnu:all*.r via the FAA 5 webﬂ

at https:/iogaaa faa. govl.

2)Bring

b} In person or forward by Certified Mail (Return Receipt Requested) to the DOA, the
FAA's findings determination of aeronautical affect, including a valid aeronautical
study number aleng-with and a copy of the cempleted original electronic submittal
of FAA Form 7460-1.

DOA Review
1) Following receipt the FAA finding of asronautical affect, if required, the DOA shall
ider the following criteria when determining whether to certify a development
application with or without conditions of approval, or recommend issuance or denial of
a building permit.

a) The safety of persons on the ground and in the air.
b} The safe and efficient use of navigable airspace.
¢) The nature of the terrain and height of existing structures,
d) The effect of the construction or alteration on the state licensing standards for a
public-use airport contained in Chgpter 333 FS and rules adopted thereunder.
&) The character of existing and planned flight operations and developments at
public-use airports.

fy Federal airways, visual flight rules, flyways and corridors, and instrument
am}rugches as designated by the FAA.

gl The effect of the construction or alteration of the proposed structure on the
minimum descent altitude or the decision height at the affected airport.

h} The cumulative effects on navigable ai f all existing structures and all other
known proposed structures in the area.

32) Structure(s) Not Exceeding Obstruction Standards or Other Provisions DOA

DOA Sshall review the FAA's determination issued in response to the applicant's FAA
Form 7480-1_and the permit application. If DOA determines that the proposed
construction or alteration doas not exceed the height limitations in this Section, the
DOA shall retifythe-applicant-in—writing issue the permit or issue the permit with
canditions of approval so that the proposed structure may be erected in accordance
with permitting requirements of PZB. PZB may certify the development application or
issue a building permit, as applicable. The applicant shall present a copy of the permit
to PZB with the development application or building permit application.

43) Structure(s) Exceeding Obstruction Standards or Other Provisions

4)

DOA shall review the FAA's determination issued in response to the applicant's FAA
Form 7460-1 and the permit application. If DOA determines the proposed senstruction
obstruction exceeds the height limitations cutlined in this Section, then the DOA shall
rotice-the-applicant-deny the permit. The notice shall state the reasons for denial and
inform the applicant that they may-applyforavarancepursuantto-Article 1652
Varances—and-Aricla-2 B3 Varances—of-this Codeto-allow-devistionsfram-the

standards-pf-this-Section_appeal the decision pursuant to Article 16.C.2.
FDOT Review

Following receipt of a complete application, the DOA shall provide a copy of the
application to the FDOT aviation office for their review and evaluation pursuant to

Chapter 333.025, Florida Statutes.
i the Tall Structure permiilis approved, the applicant shall presant a copy of the Tall
Structura-Ramibwith-all-devalopment-ordarconditionsto-RZEB with-an-application-fo

. 7-Building Permit Requirement

The applicant shall present a copy of the Tal-Structure Permit Application, along with all
Development Order comments and conditions of approval, to the Building Director in order
o ensure that any conditions are adequately addressed prior to the issuance of a building
permit, including obstruction lighting and marking conditions.

d.6)Obstruction Marking and Lighting
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The owner shall mark and light the structure in accordance with the provisions of Chapter
333, Florida Statute; Rules of Florida Department of Transportation, Chapter 14-60 and the
FAA Advisory Circular 70/7460H, Obstruction Marking or Lighting, as may be amended
from time to time. The permit may be conditioned to require the applicant to mark and light
the structure, at applicant’s own expense, or to allow DOA to install, operate and maintain
at its own expense, such markers and lights as may be necessary to indicate to pilots the
presence of an airspace obstruction if warranted.

CHAPTERC AIRPORT LAND USE COMPATIBILITY ZONING REGULATIONS

Section 1 Airport Land Use Regulations

A.

General

In order to carry out the provisions of this Article, there are hereby created and established certain
zones which include all the land lying beneath the Runway Protection Zone (RPZ) and within Airport
Land Use Noise Zone(s) (ALUNZ), as they apply to a particular airport. All areas defined as the
RPZ and areas displayed as ALUNZ in Appendices 2 through 7 and 9 through 14 are subject to
review and technical analysis by DOA, PZB, and other applicable governmental agencies_in
consultation with PZB. in accordance with this Article.

To regulate land uses within these zones, an Off-Airport Land Use Compatibility Schedule
Appendix 8, maps and review procedures have been established. The RPZ dimensions are defined
in Table16.B.1.E-1, Runway Category and Runway Protection Zone (RPZ) Defined, by Airport. The
noise zones are depicted on the Airport Land Use Neoise Maps, tAppendices 9 through 143,
Regulated Land Use
Notwithstanding any other provisions of this Aricle, no use may be made of land or water within
the RPZ in such manner as to interfere with the operation of an airbome aircraft. The Off-Airport
Land Use Compatibility Schedule, Appendix 8, shall be used to determine additional land
development requirements for uses identified in Article 4, Use Regulations. Those activities and
land uses not specifically listed in the Airport Land Use Compatibility Schedule are permitted or
restricted based on their similarity to noise tolerance and compatibility with normal airport
operations as exhibited by the activities and land uses which are listed in the Schedule,
1. Construction, defined
For purposes of this Section, construction includes but is not limited to creating new structures,
making alterations or repairs and additions to any existing building or structure, or moving or
refocating a building(s) or structure(s) within a Regulated Area. Construction does not include
paving, drainage or similar types of eenstristion improvements,
2. Review Procedure for Requlated Land Use
All new construction or reconstruction for temporary or permanent uses shall be reviewed for
compliance with the standards of this Section in accordance with the development review
procedures in Article 2, Development Review Process, or at the time of application for a building
permit, Prior to issuance of 8 development order or a building permit, the DOA_in consultation
with PZB, shall review the application for compliance with this Adicle.
Regulated Areas
To regulate land uses within the RPZ and ALUNZ, and Off-Airport Land Use Compatibility
Schedule, maps and review procedures have been established. Only the portion of the lot falling
within the RPZ or ALUNZ shall be subject to the provisions of this Article. The Off-Airport Land Use
Compatibility Schedule, Appendix 8, shall be used to determine compatibility of land use with airport
operations within these zones.
1. Runway Protection Zone (RPZ)
The RPZ includes all land lying beneath the defined RPZ, as shown on the applicable Airport
Zoning Maps, in Appendices 2 through 7, for all airports in PBC.
2. Airport Land Use Noise Zones [ALUNZ)
The ALUMZ include all land area lying within the defined ALUNZ as shown on the applicable
Airport Land Use Zone Maps, in Appendices 9 through 14, for all airperts in PEC.
Airport Land Use Noise Zone(s) Established
All land uses shall be permitted within ALUNZ as provided in the Off-Airport Land Use Compatibility
Schedule, Appendix 8.
1. Airport Land Use Noise Zones for Airports which have completed FAR Part 150 Noise
and Land Use Compatibility Studies
Several PBC-airports within PBC have completed a noise study in accordance with 14 CFR
Part 150. Land uses within the area contiguous to these airports, within an area defined as the
outer noise contour, or equivalent thereof shall be consistent with the type of use listed in
Airport Land Use Compatibility Schedule.
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Palm Beach International Airport (PBIA)
The Palm Beach International ALUNZ has been established and is incorporated herein as
Appendix 9. This Zone is created based on yearly averaged, 24-hour day/night average
noise level projections arising from aircraft flight operations at PBIA.
1) Palm Beach International Airport Land Use Noise Zone (ALUNZ) Define
That area commencing at the outermost boundary of the airport and extending outward
therefrom to a boundary indicated on the Palm Beach International Alrpurt Land Use
Moise Zone Map. The boundary of the zone
bayond-the approximates a projected yearly averaged, 24-hour day/night average
noise level contour of 65 Ldn,
Boca Raton Airport
The Boca Raton ALUNZ has been established and is incorporated herein as Appendix 10,
This Zone is created based on projections of aircraft flight operations at Boca Raton Airport.
1) Boca Raton Airport Land Use Noise Zone (ALUNZ) Defined
That area commencing at the outermost boundary of the airport and extending ocutward
there from to a boundary indicated on the Boca Raton Airport Land Use Noise Zone
Map. The outer boundary of the zone approximates a projected yearly averaged, 24-
hour day/night average noise level contour of 80 Lan or greater.

2. ALUNZs for Airports which have not completed an FAR Part 150 Moise and Land Use
Compatibility Study
An overlay Land Use Moise Zone has been established for the civil airports which have not
completed an Federal Aviation Regulation Part 150 Noise and Land Use Compatibility Study.
This Zone is created as an area beneath the standard VFR traffic pattern and buffer airspace
established in FAA Order 7400.2D, Procedures for Handling Airspace Matters, which underlies
the majority of recurring aircraft flight paths. Land Uses within this zone may be subject to
aircraft noise that may be considered objectionable.

Land Use Noise Zone(s) Defined for PBC Park Airport (Lantana), PBC Glades Airport
Pahokee), Belle Glade Municipal Airport, and Palm Beach North County Airport
Land Use Noise Zones for these airports are established as the land lying within parallel
lines 9,108 feet in both directions from the approach and departure end of each runway,
the runway centerling, and all airspace in between. These zones are established and
attached as Appendices 11 through 14.

E. General Land Use Regulations-Off-Airport Land Use Compatibility Schedule (Appendix 8)
1. The Off-Airport Land Use Compatibility Schedule (Appendix B)
Lists land uses as defined below:

a.

Land Uses Compatible Without Restriction [“P")

Uses noted with a "P" may develop pursuant to the development review procedures in the
Use Regulation-Schedule Matrices in Article 4, Use Regulations, Article 3.B. Overlays and
Article 2, Development Review Process, and are not required to comply with the conditional
requirements set forth in Appendix 8, The Off-Airport Land Use Compatibility Schedule.
Land Uses Qualified As Compatible Only If In Compliance With Conditional
Requirements (“Q")

Uses noted with a "Q" may develop pursuant to the development review procedures in the
Use Regulation-Schedule Matrices in Article 4, Use Regulations, Article 3.B. Overlays and
Article 2, Development Review Process, if regulated and constructed in accordance with
the conditional notes in Appendix 8, Applicationfer-a-Type-l-vanance-from-the-cenditional
reguirements may be made to the ZC1n-accordance with-the requirements-in-Article-2;
PEVELOPMENT REVIEW PROCESS. [Ord. 2006-036]

Incompatible Land Uses (“N")

Uses notesd as an "N are considerad to be incompatible in the Alrpord-Zone Regulate
Areas. These uses shall not be allowed in the Runway Protect Zone (RPZ) and variance
rehef is nm avana ble UE%%H—ME—A@GF!—EEH@—U&B—ZG&E ahall—m-uau#e—uana-nea

4n musaﬂagmatmn S{:hﬂdtﬂamﬁmel-a
4 _USE REGULATIONS . -and-Adicle-2 -DEVELOPMENT REVIEW-PROCESS —prarto

ectablishment-ofthe-use-

2. Prohibited Land Uses

a.

In no case shall a new educational-facilibe-Limited or General Day Care, or a-public-of

private-school School- Elementary or Secondary be permitted at either end of a runway

within an area that extends five statute miles in a direct line along the centerline of the

runway and which has a width of the length of 1/2 the runway. [Ord. 2011-0186]

1) Mothing in subsection a. above shall be construed to require the removal, alteration,
sound conditioning, or other change, or to interfere with the continued use or expansion

Notes:
Underlined indicates new text.
Siricken indicates text to be deleted. Stdcken-anditalicized means text to be totally or partially relocated.
If being relocated destination is noted in bolded brackets [Relocated to: ].

llalicizad indicates text to be relocated. Source is noted in bolded brackets [Relocated from: ].

... A series of four bolded ellipzes indicates language omitted to save space.

Page 78 of 82



LR B T T O

L

EXHIBIT R

DEPARTMENT OF AIRPORTS
CHAPTER 333, FLORIDA STATUTES UPDATES
SUMMARY OF AMENDMENTS

to contigucus properties of any public or private educational structure in existence, or
real property in use, on November 1, 1998, Construction of new education structures
shall meet the provisions of Article 16.B.1.H, Airspace Height Review Procedures, and
the provision of sound insulation materials in accordance with established architectural
and acoustical principles as contained in document DOT/FAA/FP-82-5 (or later
version), Guidelines for the Sound Insulation of Residences Exposed to Aircraft
Operations, is encouraged.,

2) The language in subsection a. above shall not be construed to require the removal,
alteration, sound conditioning, or other change, or to interfere with the continued use
or expansion of any Limitad or General Day Care use in existence, or real property in
use, or with a valid development order prior the effective date of this Ordinance.
Expansion or alterations of a Day Care located within the runway area that represents
an ingrease in the number of occupants shall be prohibited. [Ord. 2011-016]

In no case shall new residential construction be permitted within an area contiguous to the

airport measuring ¥ the length of the longest runway on either side of and at the end of

each runway centerline unless it meets the conditional notes in the Off-Airport Land Use

Compatibility Schedule - Appendix 8. This area is shown as the “New Residential

Construction Limit" on Appendices 10-14.

1) Exemption
Land uses within regulated areas defined in Aricle 16.C.1.D.1.a, Palm Beach
International Airport (PBIA) and Aricle 16.C.1.D.1.b, Boca Raton Airport Land Use
Moise Zone (Airports which have completed Federal Aviation Regulation Part 150
Moise and Land Use Compatibility Studies), "Paim Beach International Airport and
Boca Raton Airport Land Use Noise Zone Defined” and which meet the standards set
forth herein.

In no case shall a new Landfill be permitted, or an existing Landfill expanded, within 10,000

feet from the nearest point of any Airport runway used by only turbine aircraft, within 5,000

feet from the nearest point of any Airport runway used by only nonturbine aircraft; or within

the lateral limits of the civil airport imaginary surfaces, Appendix 15.

3. Additional Use Regulations
In addition to the requirements contained in the Off-Airport Land Use Compatibility Schedule
Appendix 8, all uses within requlated areas shall comply with the following provisions:

Lights and llluminations
All lights or illumination used in conjunction with streets, parking, signs or use of land and
structures shall be arranged and operated in such manner that is not misleading or
dangerous to aircraft operating from or to a public airport or in vicinity thereof.
Electronic Devices
Mo application, use, or operations of any type shall produce electronic interference with
navigation signals or radio communication between aircraft; the airport tower, or other air
traffic control facility.
Obscuration
No operations of any type shall produce smoke, glare or other obscuration within three
statute miles of any usable runway of a public airport.
Bird Concentrations
Mo use of any type shall be permitted that attract or sustain hazardous bird movements,
feeding, water, or roosting areas into or across an airport's runways' approach and
departure pattern,
Moise Level Reduction (NLR) Requirements
If a proposed land use within an Airport Land Use Moise Zone is designated generally
compatible (Q), or incompatible (N), then measures to achieve 30 dB NLR shall be
incorporated into the regulated use.
1) Exemptions
Land Uses within regulated areas defined in Article 16.C.1.D.2.a, Land Use Noise
Zone(s) Defined for PBC Park Airport (Lantana), PBEC Glades Airport (Pahokee), Belle
Glade Municipal Airport, and Palm Beach Morth County Airport.
2) Use and Occupancy
Buildings or structures supporting a legal use(s) which existed prior to (the effective
date of this Article), may continue to support the existing use or occupancy provided
such continued use does not jecpardize life or health,
3) Relocated Buildings
Buildings or structures moved into a RPZ or ALUNZ shall comply with the height and
noise level reduction provisions of this Article, as applicable.
4) Proposed or Newly Constructed Buildings
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Valid permits to construct a building, submitted to the Building Division of PZB prior to
{the-efieciive-date-oi-this-Article} June 16_13992, shall not be required to comply with
the provisions of Article 18, Airport Regulations, as long as the building permit has not
been amended or expired.
5) Design Requirements
The NLR requirements of the Off-Airport Land Use Compatibility Schedule, at
Appendix 8, may be achieved by any suitable combination of building design, choice
of building materials and construction technigues in accordance with established
architectural and acoustical principles as contained in DOT document DOT/FAA/PP-
§2-5, Guidelines for the Sound Insulation of Residences Exposed fo Aircraft
Operations. This document is on file at the offices of the DOA and PZB. The noise level
reduction requirements shall apply to all occupied rooms having one or more exterior
walls or ceilings, when furnished in accordance with the intended final usage of the
room.
f. Disclosure
The owner of any new building or structure or any existing building or structure which is
substantially repaired, reconstructed or altered, as provided in Article 16, Airport
Regulations, proposed to be located within regulated areas shall provide disclosure to all
prospective purchasers or tenants of such building or structure that the building or structure
is located within the Land Use Compatibility Noise Zone and that aircraft noise may be
objectionable.
F. Review Procedure for Airport Land Use Noise Zones (ALUNZ]
All new construction or reconstruction for temporary or permanent structures within ALUNZ shall
be reviewed for compliance with the standards of this Section. Prior to acceptance of a
development order or issuance of a building permit, the DOA and_in consultation with PZB, shall
review the application for compliance with this Article.

Section 32 Nonconforming Uses

Uses nonconforming to the Airport Zesing-Regulations shall be administered in accordance with the
provisions identified within Article 16, Airport Regulations_and Article 1.F. Nonconformities.

Section 43  Administration

A. This section of the ULDC shall be interpreted by the Director of Airports. F£B DOA, in consultation
with the BOA PZB, shall administer the review of development applications for compliance with this
Article within the territorial limits over which PBC has jurisdiction. DOA by Interlocal Agreement with
any jurisdiction which has permitting authority shall administer the review of development
applications for compliance with this Article within the territorial limits of the municipality. If a Fal
Structure Permit for Obstruction is required, then the DOA shall administer review with the FAA.
Fees shall be established by the DOA and PZB to administer this Article. [Ord. 2008-003]

B. In the event that any violation of the requirements of this Article are found, the Director of Code
Enforcement shall give written notice to the property owner. Such notice shall indicate the nature
of the violation and the necessary action to correct or abate the violation. A copy of said notice shall
be sent to the Code Enforcement Board and DOA. PZB shall require work to stop and may take
any or all other action necessary to correct violations and obtain compliance with all the provisions
of this Section.

C. The DOA shall notify the Executive Director of PZB of all amendments to the airport master plan(s},
or other regulations that effest-affect the definitions or height limitations of the zones established
herein.

D. Airport signage shall not be subject to the requirements of Article 8 of the ULDC. Proposed signage

shall be subjactio-review-by-the-Avialion-and-Birpers-AdvisoryBoard-and approved or amended
in conjunction with the Airport master plan. [Ord. 2008-003]

Section 54 Enforcement
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Non-compliance

Failure to comply with the requirements of this Section or any permit or Approval granted or
authorized hereunder shall constitute a violation of this code. PZB or DOA may issue a Cease and
Desist Order or withhold a Cerificate of Occupancy until the provisions of this Section have been
met. PEC may subject the owner nf the pcrer'nlses to !he un:alamn and anﬂ::rc:ement provisions in
F.S. Chapter 333.07, and 4885, 2 : : rt-te F.S. Chapter
333.13, as may be amended from tlme to tlme gr mgj pu ggg gnu o;har r&med? available at law,
in order to fully effectuate the purposes of this Ordinance. Each viclation of this Ordinance or of
any regulation, order or ruling promulgated herein shall be considered a separate offense and
enforced in accordance with the provisions of Article 10, Enforcement.

Section 65 Appeals

IF"-'

Hearing Officers, as established in Adicle 2.G.3.G., are hereby authorized to hear and decide

appeals of final decisions by the DOA.

An applicant shall file an appeal with DOA within 20 working days of a final decision by the DOA.

The appeal must state with specificity the reasons for the appeal and shall contain such data and

documentation upon which the applicant seeks to rely. The DOA, by Resolution of the BCC, may

establish a reasonable fee to be paid by the applicant upon filing an appeal. This fee shall not

exceed the cost o the County in processing the appeal.

The DOA shall schedule a hearing before the Hearing Officer no later than 90 working days after
n aggaal has been f|led Tha DOA shall nmffv the am:-llcant of the hearing dme at ieast 15 warltlnn

the hearmn An\r of the t:me Im:taﬂuns se1 forth in this paragraph may be wawed upcm mutual

Eﬂreamant ::rf the DDA and ths nart'.r filing the appeal,
in_the underlying

im

n

cer.trl" = that astav wnuId in |ts opinion, cause imminant peril to Ilfe or property. In such cases.

proceedings may not be stayed except by order of the BCC for good cause shown.

At the hearing, the Hearing Officer shall provide the applicant and the DOA an opporunity to
present testimony and evidence, provided such information was part of the review before the DOA,
The Hearing Officer shall affirm, reverse. or modify the final decision of the DOA in conformity with
this Chapter. The Hearing Officer shall affirn the decision of the DOA if there is substantial
competent evidence in the record that the DOA properly applied the standards in this Chapter,
Any agagrieved party, including PBC, may appeal an order of the Hearing Officer to the Fifteanth

Judicial Circuit Court of PBC. Such appeal shall not be a hearing de novo, but shall be a petition
for Writ of Certiorari and the Court shall be limited to appellate review of the record created before

the Hearing Officer. PBC may assess a reasonable fee for the preparation of the record to be paid
by the Petitioner in accordance with F.S. §119.07, F.S ., as amended from time to time.
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AIRPORT ZONING REGULATIONS
APPENDIX 1 THROUGH 15

NOTE: MAPS AND SCHEDULES IN THESE APPENDICES ARE REPRESENTATIONAL ONLY AND

MAY BE AMENDED FROM TIME TO TIME. LOCATIONAL REQUIREMENTS CAN BE VERIFIED BY

THE DEPARTMENT OF AIRPORTS. HARD COPY, SCALED MAPS ARE AVAILAELE UPON
REQUEST FROM THE DEPARTMENT OF AIRPORTS DIMISION., OR MAY BE OBTAINED FROM

THE WEB SITE.
APPENDIX 1 AIRSPACE NOTIFICATION MAFS
APPENDIX 4 2 MAPS A - PALM BEACH INTERNATIONAL AIRPORT
APPENDIX 4 3 MAP B - PBC PARK AIRPORT
APPENDIX 4 MAP C - PEC GLADES AIRPORT
APPENDIX 5 MAP D - BELLE GLADE MUNICIPAL AIRPORT
APPENDIX 6 MAP E - PALM BEACH NORTH COUNTY AIRPORT
AFPPENDIX 7 MAP F - BOCA RATON AIRPORT
APPENDIX 8 OFF-AIRPORT LAND USE COMPATIBILITY SCHEDULE
APPENDIX 9 AIRPORT LAMD USE NOISE ZONE - PALM BEACH INTERNATIONAL
AIRPORT
APPENDIX 10 AIRPORT LAND USE NOISE ZONE - BOCA RATON AIRPORT
APPENDIX 11 AIRPORT LAND USE NOISE ZONE - PBC PARK
APPENDIX 12 AIRPORT LAND USE NOISE ZONE - PBC GLADES AIRPORT
APPENDIX 13 AIRPORT LAND USE NOISE ZONE - BELLE GLADE MUNICIPAL
AIRPCORT
APPENDIX 14 AIRPORT LAND USE NOISE ZONE - PALM BEACH NORTH COUNTY
AIRPORT
APPENDIX 15 ISOMETRIC VIEW OF AIRPORT HEIGHT ZONES AND IMAGINARY
SURFACES
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FLORIDA DEPARTMENT Of STATE

RICK SCOTT KEN DETZNER
Governor Secretary of State

August 29, 2017

Honorable Sharon R. Bock

Clerk and Comptroller

Palm Beach County

301 North Olive Avenue

West Palm Beach, Florida 33401

Attention: Timothy Montiglio, Administrative Specialist |1

Dear Ms. Bock:

Pursuant to the provisions of Section 125.66, Florida Statutes, this will acknowledge receipt of your
electronic copy of Palm Beach County Ordinance No. 2017-025, which was filed in this office on August

28, 2017.

Sincerely,

Ernest L. Reddick
Program Administrator

ELR/Ib

R. A. Gray Building ¢ 500 South Bronough Street e Tallahassee, Florida 32399-0250
Telephone: (850) 245-6270
www.dos.state.fl.us



