




















a minimum of 280 feet in storage length, a minimum of twelve feet in width and a taper
length of 50 feet or as otherwise approved by the Florida Department of Transportation and
the County Engineer. The right of way should be continued across the project entrance.
This additional right of way shall be free of all encumbrances and encroachments and shall
include “Corner Clips” where appropriate, as determined by the County Engineer. Property
owner shall provide Palm Beach County with sufficient documentation acceptable to the
Right of Way Acquisition Section to ensure that the property is free of all encumbrances
and encroachments, including a topographic survey. The Property Owner shall not record
the required right of way or related documents. After final acceptance of the location, legal
sketches and dedication documents, Palm Beach County shall record all appropriate
deeds and documents (BLDG PERMIT: MONITORING-EnNg)

7.Prior to issuance of the first building permit the property owner shall combine the property
into a single lot of record in accordance with provisions of Article 11 of the Unified Land
Development Code. (BLDG PERMIT: MONITORING-Eng)

8.Prior to final approval of the Site Plan by the Development Review Officer, the Property
owner shall provide an acceptable drainage study identifying any historical drainage from
offsite parcels. The project's stormwater management system shall be designed to
address any historical drainage. The property owner shall provide drainage easements, as
required, to accommodate offsite drainage. (DRO: ENGINEERING-Eng)

9.Previous Engineering Condition 2 of Resolution R-2000-0120, Control 1999-029 which
currently states:

In order to comply with the mandatory Traffic Performance Standards, the Developer shall
be restricted to the following phasing schedule:

Building Permits for only the 12 fueling position gas station & 936 square feet of
convenience store (1022 ext trips/day) shall be issued until construction has begun for:
a. SR 7 as a 6 lane section from West Atlantic Ave to Clint Moore Road (BLDG PERMIT:
MONITORING-Eng)

Is hereby deleted. [REASON: Amended by Engineering Condition 2]

10.Prior to Final DRO approval, the Property Owner shall revise the site plan to be
consistent with the traffic study submitted on 9/16/2009 or provide documentation that the
site meets TPS for the uses and quantities shown on the plan. (DRO: ENGINEERING-Eng)

HEALTH
1.Health Condition D.1 of Resolution R-2000-120, Control 1999-029 which currently
states:

Application and engineering plans to construct an onsite sewage treatment and disposal
system (OSTDS) in accordance with Rule 64E-6 FAC and Palm Beach County ECR-I must
be submitted to the Palm Beach County Health Department prior to the final site plan
approval. (DRO: HEALTH)

Is hereby deleted. [REASON: No longer applicable]

2.Health Condition D.2 of Resolution R-2000-120, Control 1999-029 which currently
states:

Application and engineering plans to construct a non-community well in accordance with
Rule 62-555FAC and Palm Beach County ECR-Il must be submitted to the Palm Beach
County Health Department prior to final site plan approval. (DRO: HEALTH)

Is hereby deleted. [REASON: No longer applicable]

LANDSCAPE - GENERAL
1.Prior to the issuance of a building permit, the property owner shall submit a
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Landscape Plan and/or an Alternative Landscape Plan to the Landscape Section for review
and approval. The Plan(s) shall be prepared in compliance with all landscape related
conditions of approval as contained herein. (BLDG PERMIT: LANDSCAPE - Zoning)

2.All perimeter canopy trees required to be planted on site by this approval, shall meet
the following minimum standards at installation:
a. Tree height: fourteen (14) feet.
b. Trunk diameter: 3.5 inches measured 4.5 feet above grade
c. Canopy diameter: seven (7) feet. Diameter shall be determined by the average canopy
radius at 3 points measured from the trunk to the outermost branch tip. Each radius shall
measure at least 3.5 feet in length.
d. Credit may be given for existing or relocated trees provided they meet current ULDC
requirements. (BLDG PERMIT: LANDSCAPE-Zoning) (Previous Landscape Condition F.1
of Resolution R-2000-120 (Control No. 1999-029)

3.All palms to be planted on site by this approval shall meet the following minimum
standards at installation:

a. Palm heights: twelve (12) feet clear trunk;

b. Clusters: staggered heights twelve(12)to eighteen (18) feet; and

c. Credit may be given for existing or relocated palms provided they meet current ULDC
requirements. (BLDG PERMIT: LANDSCAPE-Zoning) (Previous Landscape Condition F.1
of Resolution R-2000-120 (Control No. 1999-029)

4 A group of three or more palm or pine trees may not supersede the requirement for a
canopy tree in that location. (BLDG PERMIT: LANDSCAPE-Zoning) (Previous Landscape
Condition F.1 of Resolution R-2000-120 Control No. 1999-029)

LANDSCAPE - INTERIOR

5.Previous Landscape Condition J.1 of Resolution R-2000-120 Control No. 1999-029),
which currently states:

A minimum of one (1) landscape island shall be provided for every ten (10) parking spaces.
The maximum spacing between landscape islands shall not exceed one hundred (100)
linear feet. (DRC: ZONING)

Is herby deleted [Reason: Code Requirement ]

6.Previous Landscape Condition J.2 of Resolution R-2000-120 (Control No. 1999-
029), which currently states:

Landscaping shall be provided in the open space area west of the western vehicular
driveway and south of the loading/oversized vehicle parking and shall include the following:

a. A minimum of eleven (11) canopy trees with a maximum spacing of thirty (30) feet on
center;

b. A minimum of nine (9) palms, in groups of three (3). (CO: LANDSCAPE)
Is herby deleted [Reason: No longer applicable]

7.Previous Landscape Condition J.3 of Resolution R-2000-120 (Control No. 1999-
029), which currently states:

Foundation planting or grade level planters shall be provided along the front and side
facades of all structures (excluding area under canopy) to consist of the following:

a. The minimum width of the required landscape areas shall be five (5) feet;

b. The length of the required landscaped areas shall be no less than 50% of the total
length of each side of the structure; and,

c. Landscape areas shall be planted with a minimum equivalent of one (1) tree or palm for
each twenty (20) linear foot of building facade and appropriate ground cover. (DRC/CO:
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ZONING/ LANDSCAPE)
Is herby deleted [Reason: Code Requirement]

8.Previous Landscape Condition J.4 of Resolution R-2000-120 (Control No. 1999-
029), which currently states:

Landscaping shall be provided in the area west of the Convenience store and shall include
the following:

a. The minimum planting area shall be fifteen (15) feet in width sixty (60) feet in length;
b. A minimum of three (3) canopy trees with a maximum spacing of thirty (30) feet;

c. A minimum of six (6) palms, in groups of three (3);

d. Appropriate ground cover shall also be installed in the entire planting area. (CO:
LANDSCAPE)

Is herby deleted [Reason: No longer applicable]

9.Landscaping shall be provided in the area on both sides of the access driveway
adjacent to SR7/US441 and shall include the following on each side:

a. A minimum of two (2) canopy trees with a maximum spacing of thirty (30) feet;
b. A minimum of three (3) palms. (BLDG PERMIT: LANDSCAPE - Zoning) (Previous
Landscape Condition J.5 of Resolution R-2000-120, Control No. 1999-029)

LANDSCAPE - PERIMETER-LANDSCAPING ALONG THE NORTH AND EAST
PROPERTY LINES (ABUTTING SR7/US441 AND WEST ATLANTIC AVENUE)

10.Previous Landscape Condition G.1 of Resolution R-2000-120 (Control No. 1999-
029), which currently states:

Landscaping and buffering along the north and east property lines shall be upgraded to
include:

a. A minimum thirty (30)foot wide landscape buffer strip(except in area where air, water,
vacuum stations are located);

b. A minimum three (3) foot high continuous berm measured from the finished grade to top
of berm;

c. One (1) canopy tree planted every thirty (30) feet on center;

d. One (1) palm or pinetree for each thirty (30)linear feet off rontage, with a maximum
spacing of sixty (60) feet between clusters; and,

e. Twenty four (24) inch high shrub or hedge material shall be spaced no moret han twenty
four (24) inches on center and maintained at thirtysix (36) inches high. A minimum of 40 %
of the above shrub or hedge materials shall be planted on the plateau of the berm. (CO:
LANDSCAPE - Zoning)

Is hereby amended to read:

In addition to code requirements, landscaping and buffering along the north and east
property lines shall be upgraded to include:

a. a minimum 20 foot wide landscape buffer with no easement encroachment or width
reduction;

b. quantity of native canopy trees shal be one tree for each 20 lineal feet;

c. minimum 2-3 foot high undulating berm, with an average height of 2-1/2 feet measured
from the finished grade to top of curb;

d. one (1) palm or pine tree for each twenty (20) linear feet of frontage, with a maximum
spacing of sixty (60) feet between clusters and the clusters shall be in groups of no less
than 5 trees; and,

e. saw palmettos shall be utilized to meet the large shrub requirements. (BLDG PERMIT:
LANDSCAPE-Zoning)
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LANDSCAPE - PERIMETER-LANDSCAPING ALONG THE SOUTH PROPERTY LINE
(ABUTTING PROPANE GAS SALES)

11.Previous Landscape Condition H.1 of Resolution R-2000-120 (Control No. 1999-
029), which currently states:

Landscaping and buffering along the south property line shall be upgraded to include:

a. A minimum fifteen (15) foot wide landscape buffer strip;

b. One (1) canopy tree planted every thirty (30) feet on center;

c. One (1) pine tree for each thirty (30) linear feet of frontage, with a maximum spacing of
sixty (60) feet between clusters; and,

d. Thirty (30) inch high shrub or hedge material spaced no more than twenty four (24)
inches on center and maintained at seventy two (72) inches high. (CO: LANDSCAPE)

Is hereby amended to read:

In addition to code requirements, landscaping and buffering along the south property line
shall be upgraded to include:

a. A minimum fifteen (15) foot wide landscape buffer strip;

b. One (1) pine tree for each twenty (20) linear feet of frontage, with a maximum spacing of
sixty (60) feet between clusters and the clusters shall be in groups of no less than 5 trees;
and

c. Saw palmettos shall be utilized to meet the shrub requirement. (CO: LANDSCAPE -
Zoning)

LANDSCAPE - PERIMETER-LANDSCAPINGALONG THE WEST PROPERTY LINE
(ABUTTING POST OFF ICE)

12.Previous Landscape Condition 1.1 of Resolution R-2000-120 (Control No. 1999-
029), which currently states:

Landscaping and buffering along the west property line shall include:

a. A minimum fifteen (15) foot wide landscape buffer strip;

b. One (1) canopy tree planted every thirty (30) feet on center;

c. One (1) pine tree for each thirty (30) linear feet of frontage, with a maximum spacing of
sixty (60) feet between clusters; and

d. Thirty (30) inch high shrub or hedge material spaced no more than twenty four (24)
inches on center and maintained at seventy two (72)inches high. (CO: LANDSCAPE)

Is hereby amended to read:

In addition to code requirements, landscaping and buffering along the west property line
shall include:

a. A minimum fifteen (15) foot wide landscape buffer strip;

b. One (1) pine tree for each twenty (20) linear feet of frontage, with a maximum spacing of
sixty (60) feet between clusters and the clusters shall be in groups of no less than 5 trees;
and

c. Saw palmettos shall be utilized to meet the shrub requirement. (BLDG PERMIT:
LANDSCAPE - Zoning)

LIGHTING

1.All outdoor lighting used to illuminate the subject property and identification signs
shall be of low intensity, minimum necessary to satisfy the Palm Beach County Security
Code, shielded and directed down and away from adjacent properties and streets.
(CO/ONGOING: BLDG/CODE ENF - Zoning) (Previous Lighting Condition K.1 of
Resolution R-2000-120, Control No. 1999-029)

2.All outdoor lighting fixtures shall not exceed twenty five (25) feet in height, measured
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from finished grade to highest point. (BUILDING: ZONING-Zoning) (Previous Lighting
Condition K.2 of Resolution R-2000-120 Control No. 1999-029)

3.The lighting conditions above shall not apply to proposed security or low voltage
landscape/accent type lights used to emphasize plant material. (ONGOING: CODE ENF -
Zoning) (Previous Lighting Condition K.3 of Resolution R-2000-120 Control No. 1999-029)

PALM TRAN

1.Prior to issuance of the first Building Permit, the property owner shall convey and/or
dedicate to Palm Beach County an easement for a Bus Stop Boarding and Alighting Area
in a form with terms and conditions approved by Palm Tran. Supporting documentation,
including but not not limited to a location sketch, legal description, affidavit of ownership,
attorney title opinion and other related documents as deemed necessary by Palm Tran is
required. (BLDG PERMIT: MONITORING/Palm Tran)

SIGNS

1.Previous Signs Condition L.1 of Resolution R-2000-120 (Control No. 1999-029),
which currently states:

Freestanding point of purchase sign shall be limited as follows:

a. Maximum sign height, measured from finished grade to highest point ten (10) feet;

b. Maximum sign face area per side- 100 square feet;

¢. Maximum number of signs - one (1);

d. Style - monument style only; and

e. Location- intersection of SR7/US441 and Atlantic Avenue. (CO/BLDG PERMIT: BLDG)

Is hereby amended to read:

1. Freestanding signs shall be limited as follows:

a. Maximum sign height, measured from finished grade to highest point fifteen (15) feet;
b. Maximum sign face area per side 150 sq ft for SR7/441; 100 sq ft for Atlantic Avenue;
c. Maximum number of signs two (2) along SR7/441, and one (1) along Atlantic Avenue;
d. Style monument style only; and,.

e. Location one sign at the intersection of SR7/US441 and Atlantic Avenue, the second
sign at the ingress/egress point on Atlantic Avenue; and the 3rd sign at the ingress/egress
on SR 7/441.(CO/BLDG PERMIT: BLDG-Zoning)

2.Previous Signs Condition L.2 of Resolution R-2000-120 (Control No. 1999-029),
which currently states:

Wall signage shall not be permitted on the south and west facades of the Convenience
store and the Pool Hall/Office building. (CO/BLDG PERMIT: BLDG-Zoning)

Is hereby amended to read:

Wall signage shall not be permitted on the south and west facades of all structures.
(CO/BLDG PERMIT: BLDG - Zoning)

3.No advertising flags, pennants, banners, streamers, balloons, objects, gimmicks or
similar signs designed to attract the attention of the general public shall be permitted
outdoors on any building, vehicle or wall. (ONGOING: CODE ENF-Zoning) (Previous Signs
Condition L.3 of Resolution R-2000-120, Control No. 1999-029)

4. No off-premise signs or relocated billboards shall be permitted on the site.
(ONGOING/DRC: CODE ENF/ZONING) (Previous Signs Condition L.2 of Resolution R-
2000-120, Control No. 1999-029)

SITE DESIGN
1.Previous Building and Site Design Condition 1 of Resolution R-2000-120 (Control
No. 1999-029), which currently states:
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Total gross floor area shall be limited to a maximum of 7,000 square feet with the following
breakdown:

a. convenience store with gas sales - 3,000 square feet;
b. office - 2,500 square feet; and
c. pool hall -1,500 square feet. (DRC: ZONING)

Is hereby amended to read:

Total gross floor area shall be limited to a maximum of 7,980 square feet with the following
breakdown:

a. Convenience Store with Gas Sales: 5,000 square feet ( 6 pumps w/ 12 fueling stations);
b. Office, Business or Professional: 2,012 square feet; and,
c. Accessory Car Wash: 968 square feet.

Prior to final approval by the Development Review Officer (DRO), the owner shall revise

the final site plan to reflect a total square footage of not more than 7,980 square feet.
(DRO: ZONING - Zoning)

2.The maximum height for all structures(except for the gas canopies), including air
conditioning, mechanical equipment and satellite dishes, measured from finished grade to
the highest point shall be one story and not exceed twenty-five (25)feet. (BLDG PERMIT:
BLDG-Zoning) (Previous Building and Site Design Condition 2 of Resolution R-2000-120,
Control No. 1999-029)

3.All air conditioning and mechanical equipment including satellite dishes shall be
screened from view on all sides by a visually opaque barrier consistent with the color,
character and architectural style of the principal structure or equivalent landscape
material. (CO: BLDG-Zoning) (Previous Building and Site Design Condition 3 of Resolution
R-2000-120 Control No. 1999-029)

4 Restroom facilities shall be accessed only from the interior of the building. (BLDG
PERMIT: BLDG - Zoning) (Previous Building and Site Design Condition 4 of Resolution R-
2000-120, Control No. 1999-029)

5.Previous Building and Site Design Condition 5 of Resolution R-2000-120, Control
No. 1999-029), which currently states:

A non-mountable curb shall be provided along the non-vehicular use area of the entire site
as indicated on site plan dated January 26, 2000. (BLDG PERMIT: BLDG - Zoning)

Is hereby deleted [Reason: Code Requirement]

6.Prior to Final Site plan approval, the petitioner shall revise the site plan to reflect the
following:

a. Provide a minimum five (5) foot wide median excluding curbs with planting at the access
point along SR71US441. (DRC: ZONING) (Previous Building and Site Design Condition 6 of
Resolution R-2000-120, Control No. 1999-029),

7.Condition 2 of Resolution R-2004-517, Control 1999-029 which currently states:
Prior to the issuance of a building permit, the property owner shall have a new site plan
approved by the Development Review Officer (DRO) which complies with the Unified Land
Development Code. (BLDG PERMIT: MONITORING - Zoning)

Is hereby deleted. [REASON: No longer applicable]
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USE LIMITATIONS

1.Repair or maintenance of vehicles shall not be permitted on site. (ONGOING:CODE

ENF - Zoning) (Previous Use Limitations Condition M.1 of Resolution R-2000-120, Control
No. 1999-029))

2.No overnight parking of trucks and trailers shall be permitted on site.
(ONGOING:CODE ENF - Zoning) (Previous Use Limitations Condition M.2 of Resolution
R-2000-120 (Control No. 1999-029))

3.The owner of the gas sales facility shall provide air and water to the public at no
charge. (DRC/ONGOING: ZONING/CODE ENF - Zoning) (Previous Use Limitations
Condition M.3 of Resolution R-2000-120, Control No. 1999-029)

4.Previous Use Limitations Condition M.4 of Resolution R-2000-120 (Control No.
1999-029)), which currently states:

Parking of oversized vehicles or trucks shall not be permitted on site except within the

designated spaces as indicated on the site plan dated November 23,1999. (ONGOING:
CODE ENF - Zoning)

Is hereby deleted [Reason: No longer applicable]

S5.Storage or placement of any material, refuse, equipment or debris shall not be
permitted in the rear of the facility. (ONGOING: CODE ENF - Zoning) (Previous Use
Limitations Condition M.5 of Resolution R-2000-120, Control No. 1999-029)

6.0utdoor retail activities or vendors shall not be allowed on site. (ONGOING: CODE
ENF - Zoning) (Previous Use Limitations Condition M.6 of Resolution R-2000-120, Control
No. 1999-029)

COMPLIANCE

1.In granting this approval, the Board of County Commissioners relied upon the oral
and written representations of the property owner/applicant both on the record and as part
of the application process. Deviations from or violation of these representations shall
cause the approval to be presented to the Board of County Commissioners for review
under the compliance condition of this approval. (ONGOING: MONITORING - Zoning)

2.Failure to comply with any of the conditions of approval for the subject property at any
time may result in:
a. The issuance of a stop work order; the issuance of a cease and desist order; the
denial or revocation of a building permit; the denial or revocation of a Certificate of
Occupancy (CO); the denial of any other permit, license or approval to any developer,
owner, lessee, or user of the subject property; the revocation of any other permit, license
or approval from any developer, owner, lessee, or user of the subject property; revocation
of any concurrency; and/or
b.  The revocation of the Official Map Amendment, Conditional Use, Requested Use,
Development Order Amendment, and/or any other zoning approval; and/or
c. Arequirement of the development to conform with the standards of the Unified Land
Development Code (ULDC) at the time of the finding of non-compliance, or the addition or
modification of conditions reasonably related to the failure to comply with existing
conditions; and/or
d. Referral to code enforcement; and/or
e. Imposition of entitlement density or intensity.

Staff may be directed by the Executive Director of PZ&B or the Code Enforcement Special
Master to schedule a Status Report before the body which approved the Official Zoning
Map Amendment, Conditional Use, Requested Use, Development Order Amendment,
and/or other zoning approval, in accordance with the provisions of Section 2.E of the
ULDC, in response to any flagrant violation and/or continued violation of any condition of
approval. (ONGOING: MONITORING - Zoning)
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